


4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

Fd OSSUR. OSSUR JUNIOR SOLUTIONS

CHEETAH® JUNIOR WITH NIKE SOLE

CLEARANCE

Weight Line

Min.182 mm (7 3/16")
Max. 307 mm (12 1/16")

Min. 30m

632
cd
*Note: Sole adds 10 mm (3/8") to build height. 83
c
Gz
KITS 5
CHEETAH KIT NIKE SOLE JUNIOR VERSION KIT
PART# Part# Size Cat.
CATEGORY (1-4)
CM150164 | One Size 1-4
CJX0 00 Includes:
D - Nike Sole
- Medallion
« Loctite

- Inside Sole
« Bag for Nike Sole

COMPONENTS

Part# Description

CHX50001 Connector Kit

279 WWW.OSSUR.COM/EN-IN
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Fé OSSUR. OSSUR JUNIOR SOLUTIONS

CHEETAH® XPLORE JUNIOR

A custom-built, hybrid carbon fiber foot designed to function as both
an everyday and sports foot.

For kids that require the flexibility of an everyday walking foot and
a running foot in a single prosthesis, Cheetah Xplore Junior is the
answer. Cheetah Xplore couples the proven performance of our
Cheetah sprinting foot with a heel for everyday walking/standing.

User Information Foot information
Amputation Level: Transfemoral and Transtibial Categories: 1-4
Maximum Patient Weight: | 55Kg (121 Ibs) Sizes: One Size
Weight of Foot: 312g (11 0z)
<
(‘-ka !Lk 0 kt Min:185 mm (7 5/16)
0 Build Height: Max: 311 mm ( 12 1/4)
FULL LENGTH ACTIVE TIBIAL WATERPROOF PROPORTIONAL
TOE LEVER PROGRESSION RESPONSE Adapter Options: Lamination Connector

[24
o
zZZ
=¥e)
x =
o
wv 4
2N
O &

CATEGORY SELECTION CHART

Weight kg 15-24 25-34 35-45 46-55
Weight Ibs 33-53 54-75 76-99 100-121
Category 1 2 3 4

WWW.OSSUR.COM/EN-IN 280
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Fd OSSUR. OSSUR JUNIOR SOLUTIONS

CHEETAH® XPLORE JUNIOR

CLEARANCE
Weight Line
Min.185 mm (7 5/16")
Max. 311 mm (12 1/4")
Min. 30mm (13/16")
KITS

CHEETAH XPLORE KIT
PART#

0
o
=
=
=
o
p=4
n

YOINN[ANSSQ

CATEGORY (1-4)

CHXO0 D 24

COMPONENTS

Part# Description

CHX50001 Connector Kit

Part# Description

CHX50002 | Sole Plate For Cat 1& 2

CHX50003 | Sole Plate For Cat 3 & 4

281 WWW.OSSUR.COM/EN-IN
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Fi 5SSUR. OSSUR JUNIOR SOLUTIONS

CHEETAH® XPLORE JUNIOR

COSMETIC FINISHING

PART#
FOOT SIZE (18-24)

FSLO
L/R (LEFT/RIGHT)

Includes:

« Foot Cover Kit

« Foot Cover Attachment
« Flex-Foot Sock

P |

Part# Description Size

FCX63008 Flex-Foot Sock 18-24

[24
o
zZZ
=¥e)
x =
o
wv 4
2N
O &
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Fé OSSUR. OSSUR JUNIOR SOLUTIONS

FLEX-RUN™ JUNIOR WITH NIKE SOLE

The Flex-Run Junior is a custom designed solution for children.
Its vertical compliance and efficient energy return are musthaves
for high active children.

The Flex-Run Junior offers increased cushioning and lower-frequency
response makes this foot suitable for Transfemoral and Transtibial

users.

The Nike Sole is designed to offer stability and smooth natural

rollover.
User Information Foot Information
Amputation Level: Transfemoral and Transtibial Categories: 1-6
Maximum Patient Weight: | 84Kg (185Ibs) Sizes: One Size
Weight of Foot 268gr (9.5 oz) s
(cat 3): 484 gr (17.1 oz) with sole and components ) g’
G & Build Height (cat 3): 194 mm (7 #'/,,,") without pyramid and sole) g%
0) ! BNt (383): 1210 mm (8 #1,,") with sole o<
wn =
o : . . o
WATERPROOF  PROPORTIONAL Adapter Options: Bolt on Pyramid or Pyramid Receiver b
RESPONSE
CATEGORY SELECTION CHART
Weight kg 15-24 25-34 35-45 46-55 57-67 68-84
Weight Ibs 33-53 54-75 76-99 100-123 | 124-147 | 148-185
Category 1 2 3 4 5 6
283 WWW.OSSUR.COM/EN-IN

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

Fé OSSUR. OSSUR JUNIOR SOLUTIONS

FLEX-RUN™ JUNIOR WITH NIKE SOLE

CLEARANCE

Build Height Pyramid Receiver m I 24mm (15/16")

Integrated Pyramid /m 6mm (1/4")
207 -213 mm
(836" - 83f3")
190 - 196 mm
(7% 7%

7

*Note: Sole adds 16 mm (3/s”) to build height.

KITS
FLEX-RUN KIT NIKE SOLE JUNIOR VERSION KIT
PART# Part# Size Cat.
CATEGORY (1-6)
CM150164 | One Size 1-6
FSX007 = Includes:
& D « Nike Sole
z2 « Medallion
39 « Loctite
2 'é « Inside Sole
39 COMPONENTS « Bag for Nike Sole
Part# Description Cat.
FWX40001 | Attachment Plate 1-6
&%
FOOT ADAPTER SETS &
Picture | Part# Description Weight | Bolt Size Cat. ]
1. FWX00031 | Junior Pyramid Foot Adapter Set 30g M8 x 30mm 13
2. FWX00030 | Adult Pyramid Foot Adapter Set* 80g M10 x 40mm | 1-6
3. CM150161 | Adult Pyramid Receiver Foot Adapter Set* | 100g M10x35mm | 1-6 ﬁ
& g
*Adult componentry is used for Flex-Run Junior
2.
REPLACEMENT BOLT
Part# Size Cat.
CM130221 | M10x40 mm | 1-6 @
CM130103 | M10x 35 mm 1-6
CM130237 | M8x 30 mm 1-3 3
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TOTAL KNEE® JUNIOR

OSSUR JUNIOR SOLUTIONS

Total Knee Junior gives young users security, natural motion and ease
of walking. Easy to cover, Total Knee Junior offers up to 160 degrees
of knee flexion. Total Knee Junior mimics the natural movement of
children, who enjoy a broad range of versatile high level activities,
such as walking, running, sitting, squatting, and kneeling.

« Polycentric knee with geometric locking system

- Adjustable stance flexion

- Adjustable extension promoter

« Low build height and slender profile

Patient Profile:

Transfemoral and Knee
Disarticulation

45kg (100lbs)

Amputation Level:

Maximum Patient Weight:

cen—

@ ‘
@ @@' gi % 0%

MULTI AXIS INCREASED GEOMETRIC MECHANICAL SINGLE SPEED
GROUND LOCK CONTROL
CLEARANCE
CLEARANCE

Product Information:

Build Height: 156mm (6")
Weight of Knee: 395g (0.87Ibs)

Flexion: Stop at 160°

O S <

W)

EXTENSION ADJUSTABLE SOCKET
ASSIST STANCE CONNECTOR
FLEXION ADAPTATION

156mm

(6")

285
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Fi 5SSUR. OSSUR JUNIOR SOLUTIONS

TOTAL KNEE® JUNIOR

KITS
Part# Description
1100 Total Knee Junior
1100-KE Total Knee Junior W/4-Prong Socket Adapter
1100-0S Total Knee Junior W/Pyramid Adapter

COMPONENTS

PEDIATRIC 4-HOLE ADAPTER (RATED TO 45KG)
An additional option for knee disarticulation

Part# Description Build Height Weight ~
AJ-122300 | Aluminum gsmm 516" |36 | 130z | 77 B}
PEDIATRIC PYRAMID ADAPTER (RATED TO 60KG)
Indicated for users requiring further alignment adjustments.
Part# Material Build Height Weight o
AJ-835300 | Titanium 14mm ‘ 9/16" | 35g ‘ 1.230z o
4-PRONG SOCKET ADAPTER (RATED TO 60KG)
Part# Material Build Height Weight o %
AJ-114140 | Stainless Steel 10mm ‘ 3/8" 77g ‘ 2.70z 0
o PEDIATRIC BUMPER AND SHIM KIT
[©)
zZ Part# Description
20 P
55 1100-Kit A complete set of Bumpers and Shims
%3
O n
Includes:

« One Bumper of each durometer
« One 0.38mm Shim
« One 0.76mm Shim
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TOTAL KNEE® JUNIOR

COMPONENTS

EXTENSION PROMOTER

The extension promoter assists in reducing excessive heel rise during Extension
. . . L. t
periods of faster walking or increased activity. promoter

is found in
CE the balance
Part# Description block
1105-A Assists in limiting heel rise, and moving the knee into a fully extended position.
EXTENSION ASSIST
Part# Description Color Stiffness
1170 Fully assembled extension with yellow spring inserted. Yellow Regular
Also includes blue spring. Blue Firm
JUNIOR COSMETIC FINISHING
Picture Part# Description
1 1145 Junior Shin Ferrule, black. Protects the knee unit and increases ease of foam cover application.
2 1150 Junior Knee Cap, small, black
3 1151 Junior Knee Cap, large, beige
83
—wn
cc
==
Q¢
Gz
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ol -
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1 2. 3
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Fé OSSUR.

OSSUR JUNIOR SOLUTIONS

JUNIOR ADAPTERS WEIGHT LIMIT 45KG (100LBS)

4-HOLE ADAPTERS

PEDIATRIC 4-HOLE ADAPTER

Part# Material Build Height Weight Py
AJ-122300 | Aluminum 85mm | 5/16" | 36g 1.30z 7
SACH FOOT ADAPTER
8MM (5/16”) SACH FOOT ADAPTER
Part# Material Build Height Weight ~
V4
AJ-833100 | Stainless Steel Aluminum 6mm 1/4" | 54g 1.90z "
TUBES AND PYLONS
TUBE JUNIOR, 22MM(7/8”)
Part# Material Length Weight o _
AJ-712020 | Aluminum 250mm ‘ 93%” 104g ‘ 3.70z 0
HEIGHT ADJUSTABLE PYLON - JUNIOR
x Part# Material Min. Height Min. Build Height Range of Adjustment | Weight s
= AJ-542350 | Aluminum 76mm |3 | 76mm |3 76-102mm | 34" | 1455 |5.00z | 77
=
S>>
73
O n
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OSSUR JUNIOR SOLUTIONS

JUNIOR ADAPTERS WEIGHT LIMIT 60KG (132LBS)

SOCKET ADAPTERS
4-PRONG SOCKET ADAPTER
Part# Material Build Height Weight O b
AJ-114140 | Stainless Steel 10mm ‘ 3/8" 77g ‘ 2.70z 0
PYRAMID INSERT FOR PRONG JUNIOR
Part# Material Build Height Weight 0 .
AJ-135300 | Titanium 5mm ‘ 13/64” | 27g ‘ 0.950z 0
Note: Can be used in conjunction with models AJ-835300, A| -122300 and AJ-114140
PYRAMID RECEIVER INSERT FOR PRONG TI JUNIOR
Part# Material Build Height Weight 0
AJ-145300 | Titanium 12mm | 5" 35g ‘ 1.230z 0
Note: Can be used in conjunction with models AJ-835300, A| -122300 and AJ-114140
PYRAMID RECEIVER INSERT FOR PRONG LP JUNIOR
Part# Material Build Height Weight o LW
AJ-145310 | Titanium 3mm | 1/8” 19g ‘ 0670z | O )
Note: Can be used in conjunction with models AJ-835300, A) -122300 and AJ-114140
4-HOLE ADAPTERS
4-HOLE SOCKET ADAPTER
Part# Material Build Height Weight O
AJ-122100 | Aluminum 14mm ‘ 9/16" 46g ‘ 1.60z o
4-HOLE PYRAMID ADAPTER JUNIOR
Part# Material Build Height Weight 0
AJ-235100 | Titanium 7mm ‘ 9/32" | 42g ‘ 1.480z &
4-HOLE PYRAMID RECEIVER ADAPTER JUNIOR
Part# Material Build Height Weight 0
AJ-245100 | Titanium 14mm ‘ 9/16” | 50g ‘ 1.760z & @
TUBE CLAMPS
TUBE CLAMP PYRAMID RECEIVER JUNIOR
Part# Material Build Height Weight 0
AJ-345100 | Titanium 15mm | 19/32” | 55g ‘ 1.940z 0
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JUNIOR ADAPTERS WEIGHT LIMIT 60KG (132LBS)

SINGLE ADAPTERS

SINGLE PYRAMID RECEIVER JUNIOR

Part# Material Length Weight o
(é)

AJ-445100 | Titanium 100mm ‘3 15/16” | 71g ‘2.502

SINGLE PYRAMID RECEIVER 5MM OFFSET JUNIOR

Part# Material Length Weight 0
(4]

AJ-445120 | Titanium 100mm ‘3 15/16” | 79¢g ‘2.802

PYRAMID ADAPTERS

THREADED PYRAMID ADAPTER JUNIOR

Part# Material Build Height Weight 0
AJ-835300 | Titanium 14mm | 9/16” | 35¢g ‘1.2302 0 1

DOUBLE ADAPTER

ADULT PYRAMID TO JUNIOR PYRAMID RECEIVER

Part# Material Build Height Weight 0
(¢)

AJ-535200 | Titanium 14mm 9/16” | 55¢g ‘1.9402

[24
o
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=¥e)
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o
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OSSUR POST-OP SOLUTIONS

o I o
OSSUR RIGID DRESSING ICEROSS POST-OP TT LINER ICEROSS POST-OP TF LINER
I R
FIRST LINER

(%] 3

32
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POST-OP THERAPY BY OSSUR

INTRODUCTION

For the last decade, Iceross silicone liners have been used in hospitals for compression therapy following transtibial amputation with good
results. It is important for health care specialists who are planning to use this method to adapt the protocol to their own environment.

Results from the use of an Iceross Post-Op liner will be obtained if an Ossur Rigid Dressing (ORD) has been applied to the residual limb
immediately following amputation surgery and used for 5-7 days.

Compression therapy with the Iceross Post-Op liner should start 5-7 days following amputation surgery. Use of the silicone liner at this
early stage is essential, as the largest change in residual limb volume occurs during the first weeks after amputation. Compression therapy
is effective during this period. The liner is introduced gradually ensuring the amputee and their residual limb become accustomed to the
compression and new environment.

Post-Op therapy with the ORD and Iceross Post-Op liner ensures a high quality compression treatment. It shapes the residual limb and enables
it to mature more effectively.

CHARACTERISTICS

POST-OP THERAPY BY OSSUR

Post-Op Therapy with ORD and the Iceross Post-Op liner ensures a high quality compression treatment. It shapes the residual %
limb and enables it to mature more effectively.

OSSUR RIGID DRESSING (ORD)

o
Q
=
0
©)
a
o
>
)
0

‘O

SOLUTIONS
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POST-OP THERAPY BY OSSUR

INTRODUCTION

ICEROSS POST-OP THERAPY
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OSSUR RIGID DRESSING (ORD)
¥

The Ossur Rigid Dressing immobilizes, protects and controls
post-operative oedema in the residual limb immediately following
transtibial amputation surgery.

Immobilization and oedema control are achieved by providing a firm
dressing formed to match the volume and shape of the residual limb.

Immobilization assists in the prevention of contractures by restricting
knee flexion. Effectively constraining and matching the volume of the
residual limb will prevent an increase in oedema following surgery.
Containing the residual limb prevents discomfort, caused by bed
trauma and possible falls during early rehabilitation.

The ORD is made out of soft and pliable material and can thus be
formed to the residual limb. The dressing is then made rigid by
creating a vacuum in the internal chambers of the product.

SIZE SELECTION

Size Circumference 4 cm from Distal End of Residual Limb Circumference 50 cm from Distal End of Residual Limb
Small Up to 42 cm Up to 58 cm
Large 42-65 cm 58-70 cm

Note: All circumference measurements are taken over dressings and padding material.

PART NUMBER INFORMATION - OSSUR RIGID DRESSING (ORD)

Part# Description Size
K-239100 | Ossur Rigid Dressing Small
" &
K-239101 | Ossur Rigid Dressing Large % \,“
K-239105 | Vacuum Pump for Rigid Dressing / \’H. >
. -~
Q
s
[ 4]
£5
x E
5>
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ICEROSS® POST-OP TT LINER

OSSUR POST-OP SOLUTIONS

The Iceross POST-OP liner is used for compression therapy. Best
results are obtained with an Iceross POST-OP liner if an Ossur Rigid
Dressing (ORD) has been applied to the residual limb immediately
following amputation surgery and used for 5-7 days. The Iceross
POST-OP liner features a Easy Glide coating that makes donning and
doffing easier.

Early treatment with an Iceross POST-OP liner has been shown to
assist early mobilization and speed up the wound healing process
of the residual limb. This makes it possible to provide the amputee
with a prosthesis at an earlier stage, leading to less dependence on
medical staff.

Compression therapy with the Iceross POST-OP liner gives the
residual limb an optimal shape for prosthetic socket fitting,
thereby reducing the risk of prosthetic complications. The liner is
autoclavable and can be used with an interim socket.

The main objectives of Iceross POST-OP liner use are to:

« Reduce the wound healing time
« Assists in Edema reduction
« Support the reduction of the stump volume

« Accelerate the time to prosthetic fitting

User Information

Amputation Level: | Transtibial

User: New amputee

Liner Information

Sizes: 22,23.5,25,26.5,28,30,32,34,36,38,40,42,45.

Profile: 2mm

Matrix: 10cm

FEATURES

2.1mm

2.7 mm

4.7 mm

W L

¥ W

STABILIZING EASY GLIDE
MATRIX

PART NUMBER INFORMATION - ICEROSS POST-OP

Part# Profile Suspension Method | Matrix

I-PO12XX 2mm Locking 10cm

295
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Fé OSSUR. OSSUR POST-OP SOLUTIONS

ICEROSS® POST-OP TF LINER

__Lﬂmm

The Iceross POST-OP liner is used for compression therapy. The
Iceross POST-OP liner features a Easy Glide coating that makes
donning and doffing easier.

2.7 mm

Early treatment with an Iceross POST-OP liner has been shown to
assist early mobilization and speed up the wound healing process
of the residual limb. This makes it possible to provide the amputee
with a prosthesis at an earlier stage, leading to less dependence on
medical staff. 4.7 mm

Compression therapy with the Iceross POST-OP liner gives the
residual limb an optimal shape for prosthetic socket fitting,
thereby reducing the risk of prosthetic complications. The liner is
autoclavable.

W Lw

The main objectives of Iceross POST-OP liner use are to:

« Reduce the wound healing time
« Assists in Edema reduction

« Support the reduction of the stump volume

« Accelerate the time to prosthetic fitting

User Information

Amputation Level: | Transfemoral

User: New amputee

Liner Information

Sizes: 30, 32, 34, 36, 38, 40, 42, 45, 50, 55
Profile: 2mm
FEATURES

o

:

iz

G )

£3

x =

DD EASY GLIDE

23

O n

PART NUMBER INFORMATION - ICEROSS POST-OP

Part# Profile Suspension Method
I-PO22XX 2mm N/A
WWW.OSSUR.COM/EN-IN 296

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

Fé OSSUR.

OSSUR ICELOCK® SERIES

: 1. .

R I P
ICELOCK 100 SERIES ICELOCK 200 SERIES

=t

ICELOCK 400 SERIES ICELOCK 500 SERIES

JE
ICELOCK 600 SERIES ICELOCK 700 SERIES

ICELOCK 300 SERIES

=

&
)
ol —H

L ——Fhy
JE

ICELOCK 544 SERIES
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OSSUR ICELOCK® SERIES

ICELOCK CHARACTERISTICS

RATCHET PIN

Used with Iceross® locking liners for moderate and highly active prosthetic users with bony residual limbs who prefer
the security of stepping into the prosthesis to don the socket. The ratchet pin makes an audible clicking sound when
it engages.

CLUTCH PIN
Used with Iceross locking liners for prosthetic users of all activity levels who have fleshy residual limbs. The user dons the
prosthesis by winding into the socket rather than pushing or stepping into it.

SMOOTH PIN

Used with Iceross locking liners for moderate and highly active prosthetic users with bony residual limbs who prefer
the security of stepping into the prosthesis to don the socket. The lock is silent when it engages, but provides a secure
suspension along the entire length of the pin.

LANYARD

Used with Iceross locking liners for new prosthetic users or low to moderately active individuals with fleshy residual
limbs who prefer to be pulled into the socket to don the prosthesis. This suspension system allows the user to apply their
prosthesis while sitting down.

DISTAL VALVE

Designed for use with Iceross cushion liners for prosthetic users of all activity levels that cannot tolerate a distal
attachment or prefer suction suspension to a mechanical method. Used in conjunction with a suspension sleeve, this
suspension system allows the user to apply their prosthesis while sitting down.

EXPULSION VALVE
Designed for use with all Iceross Seal-In® liners. Can also be used with Cushion liners and the Sleeve.

WEATHERPROOF
A weatherproof device allows use in a wet and/or humid environment but does not allow submersion. Fresh water splashing
against the enclosure from any direction shall have no harmful effect. Dry thoroughly after contact with fresh water. Fresh

<
77

water: Includes tap water. Excludes salt and chlorinated water. WEATHERPROOF
WATERPROOF
Whether it's fresh water, salt water or chlorinated water, Waterproof Ossur products will give you the maximum protection you 00
o need. The use of first-rate materials provides permanent protection against harmful ingress of water, even after submersion,
8 whilst continuing to provide the functionality you expect. WATERPROOF
o
=
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ICELOCK® 100 SERIES

42

RATCHET LOCK WITH INTEGRATED PYRAMID
« Interchangeable

« Easy to use - single lamination
« Rated up to 120kg (265Ibs)

« All impact levels

Part# Description Ratings Build Height Weight P
V4
L-125000 | Icelock 125 Ratchet Stainless Steel Pyramid | 265lbs | 120kg | 22mm | 7/8" 115¢g ‘ 4.50z &
Part# Description Ratings Build Height Weight ey
V4
L-180001 | Icelock 100 Fabrication Kit without Braid N/A 22mm ‘ 7/8" 99g ‘ 3.50z &
ACCESSORIES

Part# Description

L-192000 | Attachment Pin Ratchet, standard w/cap, length 52mm, 13 notches

L-192003 | Attachment Pin Ratchet, short w/cap, length 34mm, 7 notches

L-192005 | Attachment Pin Ratchet, long w/cap, length 65mm, 17 notches
o
1%}
1%}
c
-
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~
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ICELOCK® 200 SERIES

42

The Icelock 200 series offers strong and durable locks with removable - % s ' \

clutch mechanisms. Icelock 200 series is a great product for
transfemoral amputees and is therefore ideal to use in conjunction

-
with the Iceross® Transfemoral liner.

CLUTCH LOCKS “ J £ .
« Low build height and light-weight ?"ﬂ-; =5 ..__:’ ’

« Wear-resistant stainless steel pin guide ¢

« Secure clutch mechanism tested to tolerate at least 300kg (660lbs)
pull

« Ability to change from Lanyard to Clutch

« All impact levels

DIAGRAM

ICELOCK CLUTCH 211 ICELOCK CLUTCH 214 ICELOCK LAYNARD 234

Without With With With
Pyramid* Adapter Pyramid* Adapter 4-Hole Adapter AK Offset Adapter 4-Hole Adapter

* Note: pyramid must be purchased separately

ICELOCK 211 OVERVIEW

—) =

~
(9}
(]
|
w
v
[~
)
7]
%)
0O

¥

Attachment Pin, Clutch Icelock Clutch 211 Icelock Stainless Steel Pyramid 273
Icelock Titanium Pyramid 272
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ICELOCK® 200 SERIES

DIAGRAM

ICELOCK 214 OVERVIEW

—

J AN J AN J
Attachment Pin, Clutch Fabrication Ring Clutch Mechanism and
Lock Body, 4-Hole

PART NUMBER INFORMATION - LOCKS

Part# Description Ratings Build Height Weight
L-211000 | Icelock Clutch 211 (No Adapter) N/A 21mm | 13/16" | 78g 2.80z
Part# Description Ratings Build Height Weight
Icelock Clutch 214 "
L-214000 (Aluminum 4-Hole Adapter) 120kg | 265lbs | 25mm |1 186g | 6.60z
To change from clutch to lanyard, order L-292050 Lanyard Adaptation Kit.
Part# Description Ratings Build Height Weight
L-234000 | Icelock Lanyard 234 120kg | 265lbs | 25mm | 1" 168g | 5.90z

To change from lanyard to clutch, order L-292020 Clutch Mechanism and T-wrench.

ICELOCK CLUTCH 214 AK OFFSET*

7 I
- a".*'.I

>
77

7 [ Ee

Ratings Build Height | Weight

136kg | 300lbs | 18mm | 3/4" | 314g | Tloz

Picture | Part# Description

1. L-274311 | For left leg with release button on medial side Py

Vi
2. L-214312 | For left leg with release button on lateral side "
3. L-214322 | For right leg with release button on lateral side Py
V4
4. L-214321 | For right leg with release button on medial side 77
*30mm posterior and 20mm lateral offset
o
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ICELOCK® 200 SERIES

PYRAMIDS FOR ICELOCK CLUTCH 211

Part# Description Ratings Build Height Weight G

L-272000 | Icelock Titanium Pyramid 272 166kg ‘ 365lbs | 9mm ‘ 6/16' 76g ‘ 2.70z 6

Part# Description Ratings Build Height Weight aat

L-273000 | Icelock Stainless Steel Pyramid 273 100kg ‘ 220lbs | 8mm ‘ 5/16' 64g ‘ 2.30z ”
ADAPTERS

Part# Description Weight Limit

A-233100 | 4-Hole Pyramid, Aluminum 100kg | 220lbs

4-Hole Pyramid Receiver,

A-242100 .
Aluminum

100kg | 220lbs

A-235100 | 4-Hole Pyramid, Titanium 166kg | 365lbs

A-245100 | 4-Hole Pyramid Receiver, Titanium | 166kg | 365lbs

Socket adapters see table of contents for page.

COMPONENTS FOR ICELOCK 211

Part# Description

L-292015 | Lock Body with guide (without Dummy Screw)

L-292122 | Dummy Screw

L-292126 | Delrin Guide

L-293045 | Silicone Seal

L-292121 | Pin Tunnel

L-292032 | Pyramid Bolt, long with o-ring

COMPONENTS FOR ICELOCK 211 AND 214

Part# Description

Attachment Pin Clutch, standard w/cap,

L-292000 length 40 mm, 12 notches

Attachment Pin Clutch, short w/cap, length 25 mm,

1292003 7 notches

Attachment Pin Clutch, long w/cap, length 56 mm,

L-292005 17 notches

L-292020 | Clutch Mechanism and T-wrench

~
(9}
(]
|
w
v
[~
)
7]
%)
0O

L-293060 | T-wrench

L-292131 | Release Button, Delrin

COMPONENTS FOR ICELOCK 214 AK OFFSET

Part# Description

Attachment Pin Clutch Offset, length 39 mm, 12

L-292007
notches
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ICELOCK® 200 SERIES

COMPONENTS FOR ICELOCK PYRAMIDS 272 AND 273

Part# Description

L-292032 | Pyramid Bolt, long with o-ring (for 272 Pyramid)

L-293048 | Silicone Fill for 272 Pyramid

L-293049 | Silicone Fill for 273 Pyramid

COMPONENTS FOR ICELOCK 214

Part# Description

Lock Body 4-Hole with Guide (without Clutch

1292011 Mechanism)

L-292040 | Fabrication Kit (includes the five parts listed below)

L-292125 | Lam/Therm Ring

L-292118 | Delrin Tooling Body

L-292129 | Delrin Tooling Screw

L-293042 | Screw M6 x 33

COMPONENTS FOR ICELOCK 234

Part# Description

L-292127 | Pivot, Lanyard

L-292130 | Bushing, Lanyard

L-392117 | Elbow, Lanyard

L-392016 | Pull Handle Lanyard

L-392018 | Lanyard Cord with Connecting Screw

L-393012 | Cord Cover 40cm/16", Lanyard

Lanyard Adaptation Kit for Changing

1292050 Icelock Clutch 214 to Icelock Lanyard 234
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ICELOCK® 300 SERIES

42

« Low build height

.
« Very light-weight Cf

« Wear-resistant stainless steel pin guide
N/ -

« Suitable for shower and water prostheses

« Low and moderate impact levels

DIAGRAM
ICELOCK LANYARD 331-L ICELOCK LANYARD 331-T
7
Ieeross® § Iceross®
For laminated sockets For thermoplastic sockets

Part# Description Build Height Weight

L-331001 | Lanyard 331-L (No Adapter) 12mm ‘ 1/2" 22¢g ‘ 0.770z

Part# Description Build Height Weight

p g g %

L-331002 | Lanyard 331-T (No Adapter) 14mm ‘ 9/16" | 42g ‘ 1.50z
=
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ICELOCK® 300 SERIES

COMPONENTS FOR L-331001

Part#

Description

L-392016

Pull Handle, lanyard

L-392018

Lanyard Cord with connecting screw

COMPONENTS FOR L-331002

Part#

Description

L-393012

Cord Cover 40cm, lanyard

L-392016

Pull Handle, lanyard

L-392112

Bottom Attachment, thermoplastic

L-393018

Screw 3.5 x 30mm

305
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ICELOCK® 400 SERIES

42

SMOOTH PIN SYSTEM
« No movement, therefore no noise and less wear

« Removable from inside of socket

« Very lightweight

« All impact levels

DIAGRAM

P20191-X P20192 P20194

P20191

—— — —
Lamination Single / Double Lamination Lamination using Single Lamination
Attached from outside Adapter not included BOA-system 4-hole adapter included
Attached from inside
Part# Description Ratings Build Height Weight o
77
P20191* The Pin Standard Lamination N/A 35mm ‘ 13/8" 97g ‘ 3.40z
Part# Description Ratings Build Height Weight o
77
P20191-X* | The Pin, Single/Double Lamination N/A 37mm ‘ 17/16" | 95¢g ‘ 3.40z
Part# Description Ratings Build Height Weight o
777
P20192* The Pin for BOA-System, Lamination | N/A 47mm | 114/16" | 110g ‘ 3.90z
Part# Description Ratings Build Height Weight s
77
P20194* The Pin, w/ 4-Hole Lamination 120kg | 220lbs | 34mm ‘ 15/16" | 180g ‘ 6.30z

* Note: Reusable fixtures and lamination dummies not included in lock kits. Must be ordered separately.
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ICELOCK® 400 SERIES

FIXTURES (REUSABLE)

Part# Description

P20109 Fixture for all lock kits

DUMMIES (REUSABLE)

Part# Description

P20151 Dummy for P20191 & P20191-X

P20152 Dummy for P20190 & P20192

P20154 | Dummy for P20194

SPARE PARTS AND DRAPE FORMERS (REUSABLE)

Part# Description

P20141 Coupling Plate for P20191

P20141-X | Coupling Plate for P20191-X

P20142 | Coupling Plate for P20192

P20144 | 4-hole Adapter for P20194

P20151 Dummy for 191/191-X

P20161 Funnel for P20191 & P20191-X

P20162 Funnel for P20192

L-693506 | Attachment Pin Smooth, Standard 43mm

L-693507 | Attachment Pin Smooth, 53mm

L-693508 | Attachment Pin Smooth, 63mm

L-693509 | Attachment Pin Smooth, 75mm

P20177 | The Pin, Replacement Lock

L-693504 | Metal Sleeve for Push Button

L-693502 | Push Button, Adjustable

P20251 Insert Part for P20151
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Both Icelock Expulsion Valve 551 and 552 are designed to be used with all suction suspension systems. The valves are positioned in a housing
that seals securely against the inner surface of the hard socket near the distal end. The valves expell air under positive pressure when entering
a socket. During removal of the prosthesis the push button needs to be compressed to allow air back into the hard socket. The Icelock 500
Series can be used for all impact levels.

Part# Description 0
L-551002 | Icelock Expulsion Valve 551 0

The Icelock 551 Valve is an auto-expulsion and push button suction release in the same compact, easy to install
package. (M 10). The valve is recommended for both Transtibial and Transfemoral users. The kit includes a
flexible socket housing.

Part# Description 0
6)

L-552000 | Icelock Expulsion Valve 552

Icelock 552 Valve is an auto-expulsion valve with push button for suction release. The core of the valve can be 6'/0

unscrewed to facilitate rapid donning and it makes it possible to pull donning socks through the valve. The valve
can be used with a flexible interface and is recommended for Transfemoral users.
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The Icelock 544 Series consists of a variety of component configurations to support the use of elevated vacuum and expulsion. The series only
uses one fabrication method that is compatible with all the component configurations so only a single fabrication enables access to all the

different configurations.

Icelock 544 series is suitable for both transtibial and transfemoral amputees and fully compatible with Unity vacuum system as well as Iceross

Seal-In.

FEATURES

- Fabricate once, use the same socket for many different component
configurations.

« Compatible with many different systems including: vacuum,
expulsion, and Seal-In.

ICELOCK 544 SERIES KITS

With these kits, all componentry is included to build the Icelock
544 Series configurations. To the right is an exploded view of the
components used in the final configuration and how they fit into the

L-544400
L-544400 Adapter. Adapter
EXAMPLE OF PARTS INCLUDED IN ICELOCK 544 KIT
« L-544400 Adapter Small Seal
« Plate Lamination Dummy
+ Small Seal Housing
- Large Seal
« Housing
« Housing Lamination Dummy Large Seal
«+ L-544XXX Plate
. Wrench L-5445xx
« M6x25mm Screws (L-544511
« Vacuum Tube Shown)
ICELOCK 544 SERIES KIT AMERICAS
Part# Description Release | Barb Vacuum Recommended Use | Color Ratings Weight Bu.lld
button | connector | reservoir height
Icelock 544 Unity Unity vacuum Gre
L-544611 | Plate Kit (incl. Socket | Yes Yes system with Iceross Blacyl; 136kg | 300lbs | 216g | 25.5mm
Adapter)* Seal-In
Icelock 544 Expulsion lceross Seal-In Orange
L-544621 | Plate Kit (incl. Socket | Yes . g 136kg | 300lbs | 216g | 25.5mm
Expulsion Black
Adapter)
L-544612 | Icelock 544 Kit EP Yes Yes Electric Pump and | Black, | 1300 3001bs | 206g | 25.5mm
Sleeve System Black
Lsaag13 | (celock S44 Kit Yes Yes Yes Electric Pump and | Blue, | 1300 3001bs | 212¢ | 25.5mm
Reservoir Iceross Seal-In Black
L-544641 | Icelock 544 Kit LL Yes LimbLogic Pump | Red, 136kg | 300lbs | 216g | 25.5mm
and Iceross Seal-In | Black
Icelock 544 Expulsion Black
L-544620 | Valve Kit (incl. Socket Sleeve Expulsion Blacky 136kg | 300lbs | 104g 16mm
Adapter)
Lsaagao | 'celock 544 Kit E2 E2 Electric Pump | 2P| 136kg | 300bs | 103g | 16mm
Connector Black

<
77
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ICELOCK® 544 SERIES

ICELOCK 544 SERIES KITS

ICELOCK 544 SERIES KIT EMEA

Part# Description Release | Barb Recommended Use Color Ratings Weight Bu.||d
button | connector height

Unity vacuum system with

L-544611 | Icelock 544 Kit Unity* | Yes Yes Grey, Black 136kg | 300lbs | 216g | 25.5mm
Iceross Seal-In
L-544621 Icelock S44 Kit Yes Iceross Seal-In Expulsion | Orange, Black | 136kg | 300lbs | 216g | 25.5mm
Expulsion
L4420 | |Celock 544 Kit Sleeve Expulsion Black, Black | 136kg | 300lbs | 104g | 16mm

Expulsion Only

S
77

ICELOCK L-544400 SOCKET ADAPTER

The L-544400 Socket Adapter is the common base for the Icelock 544
Series Kits.

Adssur.

L-544400 is installed in a single seamless lamination and brings up
quality and consistency in the overall manufacturing of the socket.

After installation, any of the Icelock 544 series valve plates will fit
using only a 4mm hex key and Icelock 544 Wrench.

L-544400 SOCKET ADAPTER INCLUDES

« Aluminum socket adapter
« Lamination dummies and wrench

el

Adapter with Fabrication

Components
Part# Description Ratings Weight | Build height
L-544400 | Icelock 544 Socket Adapter 136kg 300lbs R%g 16 mm

ICELOCK 544 SERIES VALVE PLATES AND CONNECTORS

Valve plates are available separate, without the socket adapter. To the
right is an exploded example view of the components supplied with = Small Seal
these Plates. All the necessary seals, check valves and housings are

v supplied with each plate/adapter. Housing

]

(e}

o PARTS INCLUDED WITH ICELOCK 544 PLATES

9] Large Seal

= » Small Seal

2 - Large Seal

3 « Housing L-5445xx

(L-544511 Shown)
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ICELOCK® 544 SERIES

ICELOCK 544 SERIES VALVE PLATES AND CONNECTORS

AMERICAS
Part# Description Release | Barb Vacuun'.\ Recommended Use Color | Weight Bu.||d
button | connector | reservoir height

L-544511 | Icelock 544 Plate Unity Yes Yes Unity vacuum systemwith | < | 1185 | 9.5mm
Iceross Seal-In

L-544521 | Icelock 544 Plate Expulsion Yes Iceross Seal-In Expulsion | Orange | 118g | 9.5mm

L-544512 | Icelock 544 Plate EP Yes Yes Electric Pump and Sleeve | 5\ | 1085 | 9.5mm
System

. Electric Pump and Iceross

L-544513 | Icelock 544 Plate Reservoir Yes Yes Yes Seal-In Blue 14g | 9.5mm

L-544541 | Icelock 544 Plate LL Yes LimbLogic Pump and Red |118g | 9.5mm
Iceross Seal-In

. Sleeve Expulsion (Needs

L-544520 | Icelock 544 Expulsion only L-544400) Black 6g 0
E2 Electric Pump (Needs

L-544540 | Icelock 544 E2 Connector L-544400) Black | 5g 0

EMEA
Part# Description Release | Barb Recommended Use Color | Weight Bu.|Id
button | connector height

L-544511 | Icelock 544 Unity Plate Yes Yes g:;lt_ylr‘:acuum systemwithlceross | < o | 1185 | 9.5mm

L-544521 | Icelock 544 Expulsion Plate Yes Iceross Seal-In Expulsion Orange | 118g | 9.5mm

L-544520 | Icelock 544 Expulsion only Sleeve Expulsion (Needs L-544400) Black 6g 0

ACCESSORIES AND SPARE PARTS FOR ICELOCK 544 SERIES

The spare parts kit contains everything you need to replace things that wear out or get lost.

PARTS INCLUDED IN THE ICELOCK 544 SERIES SPARE PARTS KIT
+ 4 Small Duckbill Valves
« 2 Large Duckbill Valves
+ 2 Small Seals
« 2 Large Seals
« Unity Tubing

» O-Rings

« M6x25mm Screws
Part# Description
L-544010 Icelock 544 Series Spare Parts Kit
UTF0006 Unity TF Tube Kit

=
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ICELOCK® 544 SERIES

TOOLS

+PLUSERIES DISPENSER

Part# Description

FSX80016 | +Pluseries 215 ml Dispenser

+PLUSERIES ADHESIVE

Part# Description

FSX80015 +Pluseries Adhesive 215 ml - Composite 1 Minute
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The Icelock 562 Hybrid is a lock for lower limb amputees of all activity
levels, providing superior function by combining the benefits of

locking suspension with the benefits of vacuum suspension.

Users can benefit from reduced pistoning and improved rotational
control from Seal-In, yet keeping the mechanical connection they are
used to with its perceptible feedback.

THE LOCK FEATURES:
« Option to change easily between locking suspension only, Seal-In

only or combining these suspension mechanisms at the same time ’

« Low build height (with Pyramid integrated)
+ Weatherproof

« Unity compatible

seal-rings and an airtight socket.

« Direct Socket compatible l
The lock should be used with the Seal-In X Locking liner, movable l /l\

Combine Seal-In Technology with Unity vacuum system for
stabilization of volume fluctuations and comfortable socket fit

throughout the day.
Part# Description Ratings Build Height Weight
L-562000 | Icelock 562 Hybrid for Unity 166kg 365lbs 12mm 7 164g 730z
L-562500 | Icelock 562 Hybrid for passive Vacuum 166kg 365lbs 12mm V 164g 7.30z Py
L-562400 | Icelock 562 Unity for Direct Socket 166kg 365lbs 12mm s 164g 730z >~
L-562470 | Icelock 562 passive Vacuum for Direct Socket | 166kg 365lbs 12mm » 164g 730z

SPARE PARTS FOR ICELOCK 562 HYBRID

Part# Description

Fabrication Kit (1 Distal Connector, 1 Fixation Dummy, 1 Manufacturing Dummy 1& 2, 1 Central Screw, 4 Screws, 4 Spacers,

L-562100 4 Nails,1 Aluminum Dummy, 1 Large Square Ring, 1 Large O-ring, 1 Small Square Ring)

L-562200 | Lock Kit for Unity (1 Lock Body incl. Release Button & 90° Unity Connector, 1 Pin, 1 Outlet Port, 4 Screws)

L-562210 | Lock Kit for passive Vacuum (1 Lock Body incl. Release Button, 1 Pin, 2 Outlet Ports, 4 Screws)
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L-562300 | Spare Part Kit (4 Expulsion Valves, 4 Bronze Filters, 2 Large Square Rings, 2 Small Square Rings, 2 Large O-Rings, 2 Small O-Rings)

L-562013 | Outlet Port (for use of passive vacuum)

L-562014 | 90° Unity Tube Connector

L-562015 | Handle of Release Unit

L-562016 | Icelock 562 Attachment Pin
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- Extremely light-weight and low build height

- Fabrication Tools make the weight fabrication process very effective
« Very strong and durable

« Socket Adapters rated up to

- 100kg (220lbs) and 166kg (365Ibs)

» Easily interchangeable

« Removable from the inside of the socket

« All impact levels

DIAGRAM

Icelock Ratchet 621 Icelock Lanyard 631 Icelock Valve 641 Icelock Smooth 651 Icelock 600XM

Double lamination Single lamination Single lamination
choice of Socket Adapter Icelock Titanium Pyramid 672 Icelock Alloy 4-Hole 674
Icelock Stainless Steel Pyramid 673 Icelock Titanium 4-Hole 675

=
O
S
g ICELOCK 600 SERIES i
[24
5 Part# Description Build Height Weight o —~
© L-621000 | Icelock 621 Ratchet (No Adapter) 15mm ‘ 9/16" 59g ‘ 2.07oz o

Part# | Descripti Build Height | Weight -

a escription uild Heigl eig| o i
L-631000 | Icelock 631 Lanyard (No Adapter) 15mm ‘ 9/16" | 49g ‘ 1.70z o L=
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Part# Description Build Height Weight O =
0 Yy -
L-641000 | Icelock 641 Valve (No Adapter)* 15mm | 9/16" | 40g 1.40z -
Part# Description Build Height Weight o — 1
L-651000 | Icelock 651 Smooth (No Adapter)* 15mm ‘ 9/16" | 68g ‘ 2.40z 0 ,._:'h“"'
ICELOCK 600XM
Part# Description Build Height Weight ﬁ\;
Icelock 6212 Ratchet (No Adapter)* ; \
1621200 Lock is embedded into pyramid Omm |0 68g 240z
*Use with L-680000 Fabrication Tooling Kit
ipti -
Part# Description o 1:;&,)
L-680000 | Icelock 680 Fabrication Tools (Reusable) "'""_": ’
Part# Description
L-621100 | Icelock 621 Adaption Kit*
L-631100 | Icelock 631 Adaption Kit* 0
L-641100 | Icelock 641 Adaption Kit* &
L-651100 | Icelock 651 Adaption Kit*
*For use when changing lock type
SPECIALLY DESIGNED PYRAMIDS FOR ICELOCK 600 -
Part# Description Ratings 0 'lré,
L-672000 | Icelock 672 Titanium Pyramid 166kg ‘ 365lbs 0
-
Part# Description Ratings s -
p g % e~
L-673000 | Icelock 673 Aluminum w/stainless steel pyramid 100kg ‘ 220Ibs
li[!
Part# Descripti Rati i
a escription atings % i _:,_ d
L-674000 | Icelock 674 Aluminum 4-Hole 100kg ‘ 220lbs
Part# Description Ratings iy LiL
p g o @ i
L-675000 | Icelock 675 Titanium 4-Hole 166kg ‘ 365lbs
SPECIALLY DESIGNED PYRAMID FOR ICELOCK 600 XM
Part# Description Build Height Weight B\\
L-676000 | Icelock 676 Aluminum 4-Hole 8mm ‘ 0.32" 114¢g ‘ 4.00z
Part# Description Build Height Weight Q
L-662000 | Icelock 662 Pyramid 4-Hole 18mm ‘ 0.71” | 122g ‘ 430z -“ {::
RELEASE KEY
Part# Description
Atool to tighten and release the release unit # ¥ 3
L-692016
(sold separately)
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ICELOCK® 600 SERIES

COMPONENTS FOR ICELOCK 621

Part# Description

Icelock 600 Fabrication Ring with o-ring and silicone

L-692022 | .
ring

L-693125 | O-ring 35 x 2.5 for Fabrication Ring

L-692110 | Funnel

L-692027 | Release Unit, long

Attachment Pin Ratchet, standard w/cap,

L-192000 length 52mm, 13 notches

Attachment Pin Ratchet, short w/cap, length 34mm,

L-192003 7 notches

Attachment Pin Ratchet, long w/cap, length 65mm,

L-192005 17 notches

COMPONENTS FOR ICELOCK 631

Part# Description

L-692022 | Fabrication Ring with o-ring and silicone ring

L-693125 | O-ring 35 x 2.5 for Fabrication Ring

L-692025 | Bottom Attachment, lanyard

L-692110 | Funnel

L-392018 | Lanyard Cord with connecting screw

L-393012 | Cord Cover 40cm

L-392016 | Pull Handle

L-392117 | Elbow, lanyard

COMPONENTS FOR ICELOCK 641

Part# Description

L-692022 | Fabrication Ring with o-ring and silicone ring

L-693125 | O-ring 35 x 2.5 for Fabrication Ring

L-641100 | Expulsion Valve/Adaptation Kit 641
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ICELOCK® 600 SERIES

COMPONENTS FOR ICELOCK 651

Part# Description

L-692022 | Fabrication Ring with o-ring and silicone ring

L-692110 | Funnel

L-693506 | Smooth Pin, 43mm

L-693507 | Smooth Pin, standard 53mm

L-693508 | Smooth Pin, 63mm

L-693509 | Smooth Pin, 75mm

L-692505 | Smooth Lock

L-693504 | Protective sleeve for push button

L-692501 | Release Unit

L-693502 | Push Button

L-693503 | Dust Cap

COMPONENTS FOR ICELOCK TITANIUM 4-HOLE ADAPTER 675

Part# Description

L-693120 | Screw M6 x 20mm, plus

COMPONENTS FOR ICELOCK FABRICATION TOOLS 680
(ALL HARDENED STAINLESS STEEL)

Part# Description

L-692010 | Lock Dummy with o-ring

L-692119 | Steel Guide

L-692120 | Release Dummy, standard

L-692125 | Release Dummy, long

L-692130 | Pin Dummy, standard

L-692133 | Pin Dummy, short

L-693110 | Pin Dummy Bolt

L-692015 | Hex Driver with o-ring
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L-692017 | Cross Driver with o-ring

L-693126 | O-ring 4 x 2 for Hex and Cross Drivers
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Designed to be used in conjunction with the Iceross Upper X and
Iceross Junior liner systems.

« Low build height and compact design

« Light-weight t
« Compatible for single or double lamination fabrication method

« 45kg (991bs) weight limits on components
- Locking mechanisms are replaceable from inside of the socket

« All impact levels

DIAGRAM

/

Double lamination Single lamination Single lamination

Icelock Ratchet 721 Icelock Stainless Steel Pyramid 772 Icelock Alloy 4-hole 774
Part# Description Build height Weight o *
L-727000 | Icelock 721 Ratchet, Small (No Adapter)* Bmm | 1/2" 20g* ‘ 0.770z 0

*Use with L-780000 Fabrication Tooling Kit

Part# Description

S
®

L-780000 | Icelock fabric tooling kit s

SPECIALLY DESIGNED PYRAMIDS FOR ICELOCK 700

Part# Description Ratings 0
L-772000 | Icelock 772 Pyramid TI 45kg ‘ 991Ibs 0

Part# Descripti Rati
g ar escription atings //Q///, “
2 L-774000 | Icelock 774 Aluminum 4-Hole 45kg ‘ 991Ibs
O
x
2 RELEASE KEY
w
© Part# Description -‘
L.792016 Atool to tighten and release the release unit

(sold separately)

WWW.OSSUR.COM/EN-IN 318
4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

Fé OSSUR.

ICELOCK® 700 SERIES

COMPONENTS FOR RATCHET LOCK 721

Part# Description

L-792020 | Ratchet Lock without Adapter, small

L-792110 | Funnel, small

L-792150 | Fabrication Ring, small

L-792027 | Release Unit, small

L-792031 | Pin Adapter*

L-792000 | Attachment Pin Ratchet, 32mm

L-792005 | Attachment Pin Ratchet, 56mm

L-793110 | Pin Dummy Bolt, small

L-793112 | Silicone Seal, small

*Pin adapter 700 series to adult liner

COMPONENTS FOR FABRICATION (HARDENED STAINLESS STEEL)

Part# Description

L-792119 | Steel Guide, small

L-792120 | Release Dummy, small

L-792130 | Pin Dummy, small

L-692015 | Hex Driver with o-ring

L-792017 | Cross Driver with o-ring, small
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The Icelock 850 Hybrid is a lock for lower limb amputees of all activity
levels, providing superior function by combining the benefits of
locking suspension with the benefits of vacuum suspension. The
Quick Connect design allows for donning while seating and simple
release with the push of a button.

Users can benefit from the reduced pistoning and improved
rotational control of Seal-In while keeping the mechanical connection.

THE LOCK FEATURES:

« Option to change easily between locking suspension only, Seal-In
only or combining these suspensions mechanisms at the same
time.

« Simple release from liner with Quick Connect

- Waterproof*

« Unity compatible Icelock 850 Hybrid

for Direct Socket
« Compatible with Direct Socket, 4-hole lamination sockets and
laminated sockets

For a Hybrid suspension system the lock should be used with the
Seal-In X Locking TF liner, Icelock Expulsion Valve or Unity Expulsion
vglve, movable seal-rljgsland airtight s}ocket The |-ock can be used Icelock 850 Hybrid
with any other Ossur pin liner for a locking suspension system. for 4-Hole Socket

Combine Seal-In Technology with Unity vacuum system for
stabilization of volume fluctuations and comfortable socket fit
throughout the day.

* The locks are fully Waterproof, however the Direct Socket is rated Weatherproof so
that combination will be Weatherproof.

Quick Connect with Icelock 850 Hybrid
Icelock 850 Attachment Pin for Laminated Socket
ORDERING INFORMATION
g ICELOCK 850 HYBRID
—
v] Part# Description Ratings Build Height Weight
o
5 L-850001 | Icelock 850 Hybrid for Direct Socket 166kg 365lbs 19mm % “ 151¢g 5.30z
O
L-850002 | Icelock 850 Hybrid for 4-hole lamination 166kg 365lbs 19mm %" 151g 5.30z 5
L-850003 | Icelock 850 Hybrid for Laminated Sockets N/A N/A N/A* N/A* 77g 2.70z 0

* Build height varies between socket fabrication method and offset built into socket.
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ICELOCK® 850 HYBRID

ORDERING INFORMATION

SPARE PARTS FOR ICELOCK 850 HYBRID

Picture Part# Description
1. L-850106 | Latch Lock Replacement Kit (includes 1 slider button with screw)
5 L-850107 Routing Assembly Replacement Kit for L-850001 and L-850003 (includes 1 pre-assembled Quick Connect with
’ strap, 1 routing insert and 1 latch)
Routing Assembly Replacement Kit for L-850002 (includes 1 pre-assembled Quick Connect with strap, 1 routing
2. L-850108 | .
insert and 1 latch)
3. L-850109 | Replacement Latch Housing Kit (includes 1 latch housing and 1 latch housing frame)
4. L-850313 | Icelock 850 Attachment Pin
5. L-850317 | Quick Connect retrieval tool

EXPULSION VALVES

Picture Part# Description

6. L-551002 | Icelock Expulsion Valve 551

7. L-552000 | Icelock Expulsion Valve 552 00
8. UTF0001 | Unity TF Valve Kit

Note: Expulsion valves need to be ordered seperately.

A

>

ad

TOOLS

CROSS DRIVER WITH O-RING

Part# Description

L-692017 | Cross Driver with o-ring
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+PLUSERIES DISPENSER

Part# Description
FSX80016 +Pluseries 215 ml Dispenser

+PLUSERIES ADHESIVE

Part# Description
FSX80015 +Pluseries Adhesive 215 ml - Composite 1 Minute E

FSX80017 | +Pluseries Mixing Nozzle Includes: 6 Mixing Nozzles
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OSSUR ADAPTERS

CHARACTERISTICS

WEATHERPROOF
A weatherproof device allows use in a wet and/or humid environment but does not allow submersion. Fresh water splashing
against the enclosure from any direction shall have no harmful effect. Dry thoroughly after contact with fresh water. Fresh

<
77

water: Includes tap water. Excludes salt and chlorinated water. WEATHERPROOF
WATERPROOF
Whether it's fresh water, salt water or chlorinated water, Waterproof Ossur products will give you the maximum protection you 00
need. The use of first-rate materials provides permanent protection against harmful ingress of water, even after submersion,
whilst continuing to provide the functionality you expect. WATERPROOF
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OSSUR ADAPTERS

KIT WITH LONG SET SCREWS FOR EXTREME ALIGNMENT

Part# Material Length Quantity 0
A-960800 | Stainless Steel 16mm 10pcs ¢
KIT WITH LONG SET SCREWS FOR EXTREME ALIGNMENT
Part# Material Length Quantity
A-960900 | Steel 16mm 10pcs
SOCKET ADAPTERS
4-HOLE SOCKET ADAPTER
Part# Material Height Build Height Weight -~
A-122100 | Aluminum 18.5mm ‘ 34" 18.5mm ‘ 3/4" | 70g ‘ 250z | 77
PYRAMID INSERT FOR PRONG
Part# Material Height Build Height Weight -~
A-134300 | Stainless Steel Insert 31mm ‘ 11/4" | 7.5mm ‘ 5/16" | 94g ‘ 330z | 77
PYRAMID RECEIVER INSERT FOR PRONG
Part# Material Height Build Height Weight -~
A-144300 | Stainless Steel 23mm ‘ 7/8" 14mm ‘ 9/16" | 83g ‘ 290z | 77
4-HOLE ADAPTERS, WITH SCREWS
4-HOLE PYRAMID
Part# Material Height Build Height Weight ’
A-233100 | Aluminum with Stainless Steel Insert | 23.5mm ‘ 15/16" | 9mm ‘ 3/8" 62g ‘ 2.20z et =)
—
4-HOLE PYRAMID RECEIVER
Part# Material Height Build Height Weight s w
A-242100 | Aluminum 16mm ‘ 5/8" 16mm ‘ 5/8" | 46g ‘ 160z | 77 % PR
TUBE CLAMPS
TUBE CLAMP PYRAMID
Part# Material Height Build Height Weight s
A-333100 | Aluminum with Stainless Steel Insert | 56mm ‘ 23/16" | 41.5mm ‘ 15/8" | 62g ‘ 2202 | 7"
TUBE CLAMP PYRAMID RECEIVER
Part# Material Height Build Height Weight ~
A-342100 | Aluminum 50mm ‘ 2" 16mm ‘ 5/8" | 6ag ‘ 230z | 7"
4-HOLE TUBE CLAMP
Part# Material Height Build Height Weight s
A-322100 | Aluminum 38mm ‘ 112" | 4mm ‘ 316" | 52g ‘ 180z | 77
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WEIGHT LIMIT T00KG (220LBS)

SINGLE ADAPTERS

SINGLE PYRAMID - SHORT

Part# Material Height Build Height Weight ~ . ]/
A-433110 | Aluminum with Stainless Steel Pyramid Insert | 50mm ‘ 2" 35.5mm ‘ 13/8" | 60g ‘ 210z | 77
SINGLE PYRAMID - LONG F-N
Part# Material Height Build Height Weight ~
A-433120* | Aluminum with Stainless Steel Pyramid Insert | 77mm ‘ 3" 63mm ‘ 21/2" 86g ‘ 30z 7
*77mm (3") overall, can be cut to length 70mm (2 3/4")
SINGLE PYRAMID RECEIVER - SHORT
Part# Material Height Build Height Weight ~ !
A-442100% | Aluminum 100mm | 4" | 100mm | 4" 86g |30z | 77
*100mm (4") overall, can be cut to length 60mm (2 3/4")
SINGLE PYRAMID RECEIVER - LONG
Part# Material Height Build Height Weight Py
A-442110% | Aluminum 200mm | 77/8" | 200mm |77/8" |153g |5.40z | 77
*200mm (7 7/8") overall, can be cut to length 60mm (2 3/4") .
STANDARD ADAPTERS
DOUBLE PYRAMID RECEIVER -32MM (1 1/4”)
Part# Material Height Build Height Weight ~ i
A-542110 | Aluminum 32mm ‘ 11/4" | 32mm ‘ 11/4" | 66g ‘ 230z | 77 .
DOUBLE PYRAMID RECEIVER - 45MM (13/4”)
Part# Material Height Build Height Weight ~ n
A-542120 | Aluminum 45mm ‘ 13/4" | 45mm ‘ 13/4" | 76g ‘ 270z |77 e A
DOUBLE PYRAMID RECEIVER - 60MM (2 3/9”) f ;
Part# Material Height Build Height Weight ~
A-542130 | Aluminum 60mm ‘ 23/9" | 60mm ‘ 23/9" | 88g ‘ 300z | 77 -
DOUBLE PYRAMID RECEIVER - 75MM (3”) ;
Part# Material Height Build Height Weight ~
A-542140 | Aluminum 75mm ‘ 3" 75mm ‘ 3 100g ‘ 350z | 77
S
DOUBLE PYRAMID ADAPTER
Part# Material Height Build Height Weight -
[an} w
Aluminum with Stainless Steel . R 777 b, J
A-533100 Pyramid Insert 41mm | 15/8 2mm | 1/2 84g | 3oz -
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WEIGHT LIMIT T00KG (220LBS)

PYLONS
PYLON - SHORT AND LONG
Part# Material Length
————
A-712010 | Aluminum 250mm 93/4"
77 _—
A-712020 | Aluminum 400mm 15 3/4"
PYLON PYRAMID RECEIVER - SHORT AND LONG
Part# Material Length
f————
A-742010 | Aluminum 250mm 93/4" oS
77 -
A-742020 | Aluminum 400mm 15 3/4"
PYLON PYRAMID RECEIVER KIT - SHORT AND LONG
Part# Material Length
A-762111 | Aluminum 250mm | 93/4" Py -
77 i
A-762121 | Aluminum 400mm | 153/4" s
PYLON PYRAMID RECEIVER - SHORT AND LONG
Part# Material Length
A-748010 | Aluminum/Titan 250mm 93/4" 00 —_
A-748020 | Aluminum/Titan 400mm 15 3/4" &
HEIGHT ADJUSTABLE PYLON
Part# Material Min. Height Min. Build Height Range of Adjustment Weight ~
A-542350 | Aluminum 77mm ‘ 3" 77mm ‘ 3" 77-95mm ‘ 333/4" | 190g ‘ 670z | 77
HEIGHT ADJUSTABLE PYLON - LONG
Part# Material Min. Height Min. Build Height Range of Adjustment Weight Py
A-542360 | Aluminum 94mm ‘ 33/4" | 94mm ‘ 33/4" | 94-128mm ‘ 33/45" | 220g ‘ 780z | 7
FOOT ADAPTER
SACH FOOT ADAPTER
Part# Material Height Build Height | Weight s
A-833100 | Aluminum with Stainless Steel Pyramid insert | 25mm | 1" 9.5mm | 3/8" | 105g | 3.70z 7 5
SHIFT ADAPTERS
TUBE CLAMP PYRAMID RECEIVER 14MM OFFSET (9/16") &
(%]
Part# Material Height Build Height Weight e
77 2
A-342430 | Aluminum 69mm 211/16" | 35mm | 23/8" | 135g | 4.80z o
3
m
el
1%}
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WEIGHT LIMIT 125KG (275LBS)

4-HOLE PYRAMID RECEIVER WITH 20/20 OFFSET

Part# Material Height Build Height Weight
ar ateria eigl uild Heig eigl % -
A-242500 | Aluminum 22mm ‘ 7/8" 22mm ‘ 7/8" 118g ‘4.202
4-HOLE PYRAMID RECEIVER 20/20 OFFSET 10° RIGHT
Part# Material Height Build Height Weight ~ -
A-242510 | Aluminum 24mm ‘ 15/16" | 24mm ‘7/8“ 120g ‘4.202 7
4-HOLE PYRAMID RECEIVER 20/20 OFFSET 10° LEFT
Part# Material Height Build Height Weight -~ -
A-242520 | Aluminum 24mm ‘ 15/16" | 24mm ‘7/8“ 120g ‘4.202 7
PYRAMID TO PYRAMID RECEIVER WITH 8MM OFFSET AND 10 DEGREES ANGLE
Part# Material Height Build Height Weight -~
A-554700 | Stainless steel 40mm ‘ 137/64" | 24mm ‘ 15/16" | 153g ‘5.802 ” <
EURO 4-HOLE ADAPTER
Part# Material Height Build Height Weight s
. " M 77
A-122300 | Aluminum 1Tmm ‘ 7/16 1Tmm | 7/16 70g | 2.50z @
4-HOLE ADAPTERS, WITH SCREWS
4-HOLE PYRAMID WITH ROTATION
Part# Material Height Build Height Weight s
A-234320 | Stainless Steel 25mm ‘ K 10.5mm ‘ 716" | 141g ‘ 4970z | 77 :
4-HOLE PYRAMID RECEIVER WITH ROTATION
Part# Material Height Build Height Weight s
A-244320 | Stainless Steel 20mm ‘ 25/32" | 20mm ‘ 25/32" | 128g ‘ 450z | 77
SOCKET ADAPTERS
4-HOLE CONNECTION PLATE g
Part# Material Height Build Height Weight ] *\I‘!
-
1651014 | Aluminum 9mm ‘ 3/8" 9mm ‘ 3/8" 60g ‘ 2.70z V
36 MM THREAD ADAPTER
Part# Material Height Build Height Weight .
1633121 | Aluminum 12mm ‘ 1/2" 3mm ‘ 1/8" 64g ‘2.302 &a‘..
LOOP ADAPTER
Part# Material Height Build Height Weight \_ T
1970862 | Aluminum / Steel 15mm ‘ 9/16" 6mm ‘ 1/4" 99¢g ‘ 3.50z
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WEIGHT LIMIT 136KG (300LBS)

SOCKET ADAPTERS

PYRAMID ADAPTER

Part# Material Height Build Height Weight

1970863 | Aluminum / Steel 23mm ‘ 7/8" 7mm ‘ 1/4" 86g ‘ 30z
IKF ADAPTER

Part# Material Height Build Height Weight

M631100 | Aluminum / Steel 37mm ‘ 17/16" | 23mm ‘ 7/8" 220g ‘ 7.80z

FLEXION PLATES

4-HOLE WITH 20° ROTATION (+/-10°) AND 36MM THREADED

Part# Description Material Height Build Height Weight

45mm offset 10

A-282440
degrees flexion

Aluminum 2mm | 1/2” 9mm 3/8" | 129g | 4.507 7

60mm offset 10

. i 172" 3 1/8" (s
A-282460 degrees flexion Aluminum 12mm / mm / 157g | 5.50z T ’

A282470 | />mm offset 15 Aluminum 12mm |12 |émm | 1/4" | 193g | 6.80z

[
degrees flexion 77

SCREW KITS FOR FLEXION PLATES

SCREW KIT FOR FLEXION PLATES USED WITH DIRECT SOCKET AND ICELOCK 600

Part# Material Length

A-964410 | Stainless Steel 24mm ‘15/16"

SCREW KIT FOR FLEXION PLATES USED WITH DIRECT SOCKET AND ICELOCK 850

Part# Material Length
A-964420 | Stainless Steel 32mm ‘ 14"

SCREW KIT FOR FLEXION PLATES USED WITH 4-HOLE SOCKETS AND ICELOCK 850

Part# Material Length

A-964430 | Stainless Steel 40mm ‘ 19/16”
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WEIGHT LIMIT 166KG (365LBS)

SOCKET ADAPTERS
PYRAMID SOCKET ADAPTER
Part# Material Height Build Height Weight o :
A-135100 | Titanium 23mm ‘ 7/8" 8.5mm ‘ 5/16" 58g ‘ 20z 6
4-HOLE SOCKET ADAPTER
Part# Material Height Build Height Weight 0
A-125100 | Titanium 18.5mm ‘ 3/4" 18.5mm ‘ 3/4" 112¢g ‘ 4oz ¢
4-PRONG SOCKET ADAPTER
Part# Material Height Build Height Weight o
A-114040 | Stainless Steel 8mm ‘ 5/16" 8mm ‘ 5.40z 158g ‘ 4oz 6
3-PRONG SOCKET ADAPTER
Part# | Material Build Height Weight o o £
A-114030 | Stainless Steel 8mm ‘ 5/16" 124¢g ‘ 4.40z 6
PYRAMID INSERT FOR PRONG
Part# Material Height Build Height Weight o
A-135300 | Titanium 3Tmm ‘ 11/4" 7.5mm ‘ 5/16" 56g ‘ 20z o
PYRAMID RECEIVER INSERT FOR PRONG
Part# Material Height Build Height Weight o
A-145300 | Titanium 23mm ‘ 7/8" T4mm ‘ 9/16" 53g ‘ 1.90z 0
PYRAMID RECEIVER INSERT FOR PRONG LP
Part# Material Height Build Height Weight O
A-145310 | Titanium 9mm ‘ 3/8" 9mm ‘ 3/8" 33g ‘ 1.160z 0
4-HOLE ADAPTERS, WITH SCREWS
4-HOLE PYRAMID
Part# Material Height Build Height Weight O
A-235100 | Titanium 23mm ‘ 7/8" 8.5mm ‘ 5/16" 54g ‘ 1.90z ¢
4-HOLE PYRAMID WITH ROTATION
Part# Material Height Build Height Weight o
A-235300 | Titanium 25mm ‘ 1 10.5mm ‘ 7/16" 72g ‘ 2.50z o
4-HOLE PYRAMID WITH 5/16” / 8MM OFFSET
Part# Material Height Build Height Weight o
A-235400 | Titanium 23mm ‘ 7/8" 8.5mm ‘ 5/16" 65g ‘ 2.30z ¢
4-HOLE PYRAMID RECEIVER
Part# Material Height Build Height Weight o
A-245100 | Titanium 15.5mm ‘ 5/8" 15.5mm ‘ 5/8" 64g ‘ 2.30z o
4-HOLE PYRAMID RECEIVER WITH ROTATION
Part# Material Height Build Height Weight 0
A-245300 | Titanium 17.5mm ‘ 11/16" | 17.5mm ‘ 11/16" | 76g ‘ 2.70z o
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WEIGHT LIMIT 166KG (365LBS)

TUBE CLAMPS

PYRAMID TUBE CLAMP

Part# Material Height Build Height Weight o
A-335100 | Titanium 56mm ‘ 23/16" | 5.5mm ‘ 3/16" 82g ‘ 2.80z 6

TUBE CLAMP PYRAMID RECEIVER

Part# Material Height Build Height Weight A
A-345100 | Titanium 50mm ‘ 2" 14mm ‘ 9/16" 78g ‘ 2.80z &

4-HOLE TUBE CLAMP

Part# Material Height Build Height Weight 0
0

A-325100 | Titanium 38mm ‘ 11/2" | 2mm ‘ 1/16" 68g ‘2.4oz

*100mm (3 15/16") overall can be cut to 60mm (2 3/8") length

SINGLE ADAPTERS

SINGLE PYRAMID - SHORT

Part# Material Height Build Height Weight o
0

A-435110 | Titanium 50mm ‘ 23/16" | 35.5mm ‘ 3/16" 80g ‘ 2.80z

SINGLE PYRAMID - LONG

Part# Material Height Build Height Weight A
A-435120% | Titanium 77mm ‘3" 63mm "I'I/Z" 103g ‘3.602 &

*77mm (3”) overall, can be cut to length 70mm (2 3/4”)

b

Part# Material Height Build Height Weight o
0

A-445100% | Titanium 100mm | 3 15/16" | 100mm | 3 15/16" | 118g ‘4.202

PYRAMID ADAPTERS

THREADED PYRAMID

Part# Material Height Build Height Weight O
A-835300 | Titanium 32.8mm ‘ 11/3" 18mm ‘ 3/4" 80g ‘2.802 0

THREADED PYRAMID RECEIVER

Part# Material Height Build Height Weight O
0

A-845300 | Titanium 26mm "I" 26mm "I" 85g ‘302

O
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WEIGHT LIMIT 166KG (365LBS)

DOUBLE ADAPTERS

DOUBLE PYRAMID RECIEVER - 32MM (11/4”)

Part# Material Height Build Height Weight o
A-545110 | Titanium 32mm ‘ 11/4" 32mm ‘ 11/4" 90g ‘ 3.20z o

DOUBLE PYRAMID RECEIVER - 45MM (13/4”)

Part# Material Height Build Height Weight O
A-545120 | Titanium 45mm ‘ 13/4" 45mm ‘ 13/4" 102g ‘ 3.60z ¢

DOUBLE PYRAMID RECEIVER - 60MM (2 3/8”)

Part# Material Height Build Height Weight O
A-545130 | Titanium 60mm ‘ 23/8" 60mm ‘ 23/8" 119g ‘ 4.20z 0

DOUBLE PYRAMID RECEIVER - 75MM (2 15/16")

Part# Material Height Build Height Weight O
A-545140 | Titanium 75mm ‘ 215/16" | 75mm ‘ 215/16" | 135g ‘ 4oz ¢

DOUBLE PYRAMID

Part# Material Height Build Height Weight o
A-535100 | Titanium 41mm ‘ 15/8" 12mm ‘ 1/2" 98g ‘ 3.50z ¢
PYLONS
PYLON PYRAMID RECEIVER - SHORT AND LONG
Part# Material Length
A-748030 | Titanium Pyramid, Aluminum Tube 250mm | 93/4" 00 E—
A-748040 | Titanium Pyramid, Aluminum Tube 400mm | 15 3/4"  ——
PYLON PYRAMID RECEIVER KIT - SHORT AND LONG
Part# Material Length
Titanium Pyramid, Aluminum Tube, ; "
AT6AINT | be Clamp 250mm | 9 3/4 OO fe— T
A-764121 T!tan!um Pyramid, Aluminum Tube, 400mm | 15 3/4" ﬂ
Titanium Tube Clamp
FOOT ADAPTER

SACH FOOT ADAPTER

Part# Material Height Build Height Weight 0
0

A-835100 | Titanium 25mm | 1" 9.5mm | 3/8" 110g ‘3.802

SHIFT ADAPTERS

%)
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O

SHIFT ADAPTER WITH TITANIUM

Part# Material Height Build Height Weight O 'I"
A-645210 | Titanium 60mm | 23/8" | 60mm |23/8" | 208g ‘ 7.30z 0
WWW.OSSUR.COM/EN-IN 330

4 GO TO TABLE OF CONTENTS


https://www.ossur.com/en-in

Fé OSSUR.

KNEE ROTATION ADAPTER

T t
Knee Rotation Adapter enables users to turn the knee 360°. It is
made for TF amputees and is to be placed directly above the knee.

The Knee Rotation Adapter is a non-invasive, reusable prosthetic
device designed for single patient use.

It is made to be used with all Ossur bionic and mechanical knees.

KEY FEATURES

- Enables rotation of the lower leg/prosthesis

« Easy Handling: push one button to start rotation

« Unit locks automatically in neutral position

« Activities in limited space are possible (e.g. driving a car)
- Eases daily activities (e.g. putting on shoes)

- Patient can move into complex combination postures they could
not otherwise do (e.g. sitting with legs crossed)

User Information

Amputation Level: Transfemoral and Knee Disarticulation

Impact Level: Low to Moderate

Maximum Patient Weight: | 125kg (275lbs)

<
77

WEATHERPROOF

ORDERING INFORMATION

UNITY.

COMPATIBLE

KNEE ROTATION ADAPTER

Part# Description Material

Height

Build height

Weight

A-554300 Knee Rotation Adapter Stainless Steel

42mm 1.65"

27mm 1.06"

210g 7.410z
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VACU VALVE

4%

The Vacu valve is an air expulsion valve for use in a vacuum socket
system with knee sleeve for use in thermoplastic or laminated
sockets. The Vacu valve can be used for all impact levels.

Part# Description

1810723 Vacu valve
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OSSUR UPPER LIMB

O
2
S
MECHANICAL BIONIC PASSIVE FUNCTIONAL 3
m
e
<
[oe]
L}
t
. [ I
MCPDRIVER® i-LIMB® QUANTUM LIVINGSKIN®
—— - ' -
. I
THUMBDRIVER® i-LIMB® ULTRA
. I
PIPDRIVER® i-DIGITS® QUANTUM
. I
GRIPLOCK FINGER® i-DIGITS®
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Fé OSSUR.

OSSUR UPPER LIMB

CHARACTERISTICS

GESTURE CONTROL
i-Mo Technology enables an automated grip to be accessed by moving the i-Limb Quantum and i-Digits Quantum in one of
four directions. The 4 chosen grips can be easily changed via the mobile app.

GESTURE
CONTROL

APP CONTROL y
Quick Grips provide instant access to various pre-programmed and custom My Grips, allowing huge versatility and flexibility &
in customizing the hands for a variety of daily activities. *

APP CONTROL

MUSCLE CONTROL
Triggers are specific muscle signals that are used to instruct the i-Limb and i-Digits to activate a specific grip. |.LL

MUSCLE

CONTROL
PROXIMITY CONTROL @)
Grip Chips are small Bluetooth enabled devices that allow users to enter any available grips, simply by moving their i-Limb [9
Quantum or i-Digits Quantum device close to an object where a grip chip is placed.

PROXIMITY

CONTROL

BODY-DRIVEN
The prostheses is body-activated, can be operated by the remnant finger's movements, and is designed to replicate the user’s @
motion.

BODY-DRIVEN

TOUCH SCREEN CAPABILITY -

1
The touch screen feature allows the wearer to use the prostheses to operate touch screen devices with the conductive tip \ E:-.L
option for accurate screen taps. This capability ensures accurate interaction and functionality with touch-screen devices. .

TOUCH SCREEN

CAPABILITY
PASSIVE POSITIONABLE LY
User can position the finger into varying degrees of flexion with locking positions to allow grasp on various sized objects. &@
PASSIVE

POSITIONABLE

WATERPROOF
Whether it's fresh water, salt water or chlorinated water, Waterproof Ossur products will give you the protection you need. 00
The use of first-rate materials provides permanent protection against harmful ingress of water, even after submersion, whilst

continuing to provide the functionality you expect. WATERPROOF
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MCPDriver®

The MCPDriver is a body-driven mechanical prosthesis. It is made of
titanium linkages, a nylon backplate and finger fairings with a silicone
interface. The device is anchored to the dorsal surface of the hand and
is attached with a wrist strap and nylon ring on the residual finger(s).
Each device is individually adapted to within millimeters of the user’s
unique anatomy to mimic the complex biomechanical function of a
finger. The PIPDriver, MCPDriver, ThumbDriver, and GripLock Finger
are designed to so they can be utilized alongside each other when
required based on the needs of the individual being fit.

O
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« Provides grip stability
« Encourages bilateral hand use

« Allows for multiple pinches and grasps depending on fingers
involved including: power, sphere, precision, 2-point pinch, lateral
pinch, tripod pinch, and cylindrical grasp

« Silicone interface of backplate adds comfort and cushion

« Constructed from robust and durable high-quality material using
advanced 3D printing technology

« Interchangeable rings allow for volume fluctuation
« Adjustable to fine tune alignment to user’s anatomy

- Ability to spread fingers apart and pull them back together for the
grasp required

« Protects residual limb from impact and abrasion

Code Description @ i ._.:L_ 0
\: b ) @

NPD1-0001 | 1 Digit w/Strap System

o BODY-DRIVEN ~ TOUCH SCREEN ~ WATERPROOF
NPD1-0002 |2 Digits w/Strap System CAPABILITY

NPD1-0003 |3 Digits w/Strap System

NPD1-0004 |4 Digits w/Strap System

EXTENDED WARRANTY

MCPDRIVER ADDITIONAL WARRANTY

The MCPDriver comes with 2 years standard warranty. An additional
year can be purchased for a total of 3 years coverage.

Part# Description

NPD1-0074 Warranty-MCP 1DS-Add 1 Yr
NPD1-0076 Warranty-MCP 2DS-Add 1 Yr
NPD1-0078 Warranty-MCP 3DS-Add 1 Yr
NPD1-0080 Warranty-MCP 4DS-Add 1 Yr

335 WWW.OSSUR.COM/EN-IN
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MCPDriver®

@
E MCPDRIVER COMPONENTS
% The MCPDriver components can be used as replacement parts as
= part of regular maintenance of the device.
g
Picture Part# Description
NPD1-0029 Fairing kit P2 Left
1 NPD1-0030 Fairing kit P2 Right
NPD1-0031 Replacment Capacitive Tip
2 NPD1-0036 Replacement Tip
3 NPD1-0065 Lamination Backplate
4 NPD1-0054 Strap Static Segment
NPD1-0021 MCP Digit Replacement
NPD1-0022 Single Articulating Tip Digit Replacement Right
NPD1-0066 MCP Digit Replacement
NPD1-0067 Single Articulating Tip Digit Replacement Left
NPD1-0098 Palmar Strap Kit
NPD1-0099 Anchor Kit for Palmar Strap
5 NPD1-0106 Classic Strap
NPD1-0117 Replacement Tip Raven
NPD1-0118 Replacement Tip Slate
NPD1-0123 Replacment Capacitive Tip Raven
NPD1-0124 Replacment Capacitive Tip Slate
NPD1-0125 Replacement P2 Right Raven
NPD1-0126 Replacement P2 Left Raven
NPD1-0127 Replacement P2 Right Slate
NPD1-0141 Replacement P2 Right Slate
6 NPD1-0108 Click Strap
NPD1-0137 Click Strap Raven
NPD1-0138 Click Strap Slate
NPD1-0142 Adapter Gen 2 to Gen 3 Strap
WWW.OSSUR.COM/EN-IN 336
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ThumbDriver®

The ThumbDriver is a body-driven mechanical prosthesis made of
titanium linkages, a nylon backplate and finger fairings with a silicone
interface. It is anchored to the dorsal surface of the hand and is
attached with a wrist strap and nylon ring on the residual finger(s). The
device allows for user adjustment of thumb tip flexion or extension.
Each device is individually adapted to within millimeters of the user’s
unique anatomy to mimic the complex biomechanical function of a
finger. The PIPDriver, MCPDriver, ThumbDriver, and GripLock Finger
are designed to so they can be utilized alongside each other when
required based on the needs of the individual being fit.

« Provides grip stability
« Encourages bilateral hand use

« Allows for multiple pinches and grasps depending on fingers
involved including: power, sphere, precision, 2-point pinch, lateral
pinch, tripod pinch, and cylindrical grasp

« Silicone interface of backplate adds comfort and cushion

« Constructed from robust and durable high-quality material using
advanced 3D printing technology

« Interchangeable rings allow for volume fluctuation
- Adjustable to fine tune alignment to user’s anatomy

- Ability to spread fingers apart and pull them back together for the
grasp required

« Protects residual limb from impact and abrasion

Code Description

NPD1-0007 |1 Digit w/Strap System (Standard)

NPD1-0008 |1 Additional Digit w/Strap System

NPD1-0009 |2 Additional Digits w/Strap System

NPD1-0010 |3 Additional Digits w/Strap System

NPD1-0011 |4 Additional Digits w/Strap System

EXTENDED WARRANTY

® &

BODY-DRIVEN TOUCH SCREEN
CAPABILITY

O

WATERPROOF

THUMBDRIVER ADDITIONAL WARRANTY

The ThumbDriver comes with 2 years standard warranty. An
additional year can be purchased for a total of 3 years coverage.

Part# Description

NPD1-0082 Warranty-MCP TH 1DS-Add 1 Yr
NPD1-0084 Warranty-MCP TH 2DS-Add 1 Yr
NPD1-0086 Warranty-MCP TH 3DS-Add 1 Yr
NPD1-0088 Warranty-MCP TH 4DS-Add 1 Yr
NPD1-0090 Warranty-MCP TH 5DS-Add 1 Yr
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ThumbDriver®

@
E THUMBDRIVER COMPONENTS
% The ThumbDriver components can be used as replacement parts as
= part of regular maintenance of the device.
o
:
Picture | Part# Description
NPD1-0019 Replacement Silicone Tip
1 NPD1-0040 Anchor Plate
2 NPD1-0047 Thumb Nut
3 NPD1-0050 Thumb Tab Textile
4 NPD1-0104 Replacement Twisted Thumb Tip
5 NPD1-0057 Thumb Strap
NPD1-0100 Capacitive Shim Kit
NPD1-0023 Thumb Replacement Right
NPD1-0049 Thumb Replacement Left
NPD1-0107 Classic Strap
NPD1-0128 Anchor Plate Raven Natural
NPD1-0130 Knuckle Plate Raven

B 2 s

3.

v
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PIPDriver®

The PIPDriver is a body-driven mechanical finger prosthesis
consisting of a frame made of nylon and titanium that is donned over
the residual finger. The PIPDriver is designed for a partial-finger limb
difference distal to the proximal interphalangeal (PIP) joint with
sufficient length and range of motion to engage the device. Each
device is individually adapted to within millimeters of the user’s
unique anatomy to mimic the complex biomechanical function of a
finger. The PIPDriver, MCPDriver, ThumbDriver, and GripLock Finger
are designed to so they can be utilized alongside each other when
required based on the needs of the individual being fit.

« Provides grip stability
« Encourages bilateral hand use

« Allows for multiple pinches and grasps depending on fingers
involved including: power, sphere, precision, 2-point pinch, lateral
pinch, tripod pinch, and cylindrical grasp

« Easy to clean, care for, don and doff

« Constructed from robust and durable high-quality material using
advanced 3D printing technology

« Protects residual limb from impact and abrasion

Code Description

NPD1-0005 | Standard PIPDriver

NPD1-0006 | Capacitive PIPDriver

EXTENDED WARRANTY

®

BODY-DRIVEN

TOUCH SCREEN
CAPABILITY

WATERPROOF

PIPDRIVER ADDITIONAL WARRANTY
The PIPDriver comes with 2 years standard warranty. An additional
year can be purchased for a total of 3 years coverage.

Part# Description

NPD1-0072 | Warranty-CAP PIP-Add 1 Yr

NPD1-0068 | Warranty-PIP-Add 1 Yr

PIPDRIVER COMPONENTS

The PIPDriver components can be used as replacement parts as part
of regular maintenance of the device.

Part# Description

NPD1-0100 | Capacitive Shim Kit
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GripLock Finger®

The GripLock Finger is a passive, positionable prosthesis designed
for individuals with partial-hand limb difference proximal to the MCP
joint. Itis intended to be used as part of a system fabricated and fit by
a certified prosthetist. Adding a GripLock Finger restores digit length
and can be a valuable tool for participation in everyday activities.

Users can position the finger into varying degrees of flexion by using

their opposing hand or a hard surface. Once flexed, there are two

methods of returning it to its extended position:

1. by depressing the Pawl located at the dorsal side of the
GripLock Finger or

2. by fully flexing the GripLock Finger until the flexion release point
is reached, and then allowing it to release.

Load Rating: 200+ Ibs / 90+ kg
Cycle Life: 300,000 cycles min

The PIPDriver, MCPDriver, ThumbDriver, and GripLock Finger are
designed to so they can be utilized alongside each other when
required based on the needs of the individual being fit.

« Provides grip stability

- Encourages bilateral hand use
- Field serviceable fairings

« Silicone fingertip pad

« Machined aluminum

« Case-hardened stainless steel

Code Description

NPD1-0012 | GripLock Finger

EXTENDED WARRANTY

o®)

PASSIVE
POSITIONABLE

TOUCH SCREEN
CAPABILITY

O

WATERPROOF

GRIPLOCK FINGER ADDITIONAL WARRANTY

The GripLock Finger comes with 2 years standard warranty. An
additional year can be purchased for a total of 3 years coverage.

Part# Description

NPD1-0070 | Warranty-GLF-Add 1 Yr
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CripLock Finger®

GRIPLOCK FINGER COMPONENTS

The GripLock Finger components can be used as replacement
parts as part of regular maintenance of the device.

Picture | Part# Description

1 NPD1-0026 | GripLock Jig

2 NPD1-0052 | GripLock Anchor Kit plus All Components
NPD1-0035 | GripLock Capacitive Tip

3 NPD1-0058 | Anchor

4 NPD1-0051 | Anchor with Tabs

5 NPD1-0039 | Replacement Tip

6 NPD1-0027 | GripLock Anchor Dummy

7 NPD1-0042 | Replacement P2

8 NPD1-0053 | Dummy Finger

® ~
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MECHANICAL UPPER LIMB COMPONENTS

o
=
5 The Mechanical Upper Limb components can be used as
§ replacement parts as part of regular maintenance across various
> devices in the mechanical upper limb portfolio.
5
(%]
(%]
© Picture | Part# Description
1 NPD1-0043 | Replacement Ring
2 NPD1-0044 | Universal Shim Kit
3 NPD1-0045 | Anchor hardware
4 NPD1-0046 | Classic Strap D-Ring
5 NPD1-0048 | Ring Hardware Kit
6 NPD1-0097 | Single Articulating Tip Replacement Tip Medium

NPD1-0056 | Replacement Strap Material Kit

7 NPD1-0055 | Strap Adjustable Segment

NPD1-0101 | Single Articulating Tip Replacement Capacitive Tip Medium

NPD1-0119 | Single Articulating Tip Replacement Tip Small Raven

NPD1-0120 | Single Articulating Tip Replacement Tip Medium Raven

NPD1-0121 | Single Articulating Tip Replacement Tip Large Raven

NPD1-0122 | Single Articulating Tip Replacement Tip Small Slate

NPD1-0139 | Single Articulating Tip Replacement Tip Medium Slate

NPD1-0140 | Single Articulating Tip Replacement Tip Large Slate

[+ ] L]
V o
4, 5.

B
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1. G
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7.
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i-LIMB® FEATURE OVERVIEW

i-Limb® Quantum

i-Limb®Ultra

i-Limb® Access

Compliant Grip
with proportional control

Compliant Grip
with proportional control

Compliant Grip
with proportional control

Powered Thumb
with manual override

Powered Thumb
with manual override

Manually Rotatable Thumb

Gesture Control
i-Mo Technology

App Control
Quick Grips®

App control
Quick Grips®

App control
Quick Grips®

Muscle Control
Triggers

Muscle Control
Triggers

Muscle Control
Triggers

Proximity Control
Grip Chips®

24 automated grips

18 automated grips

12 automated grips

12 Custom My Grips®

Speed & strength boost

Speed & strength boost

Speed & strength boost

Vari-Grip

Vari-Grip

Natural hand mode

Natural hand mode

Auto-Grasp

Auto-Grasp

Auto-Grasp

Hand health check
via Biosim®/My i-Limb® app

Hand health check
via Biosim®/My i-Limb® app

Hand health check
via Biosim®/My i-Limb® app

XS, S, M, L

XS, S, M, L

XS, S, M, L

Color Options

Color Options

Color Options
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i-LIMB® QUANTUM

The i-Limb Quantum multi-articulating myoelectric hand
prosthesis is now crafted with titanium digits for a 50% increase in
carry load, with Vari-grip and Speed Boost features providing up to
30% more grip force and 30% greater speeds.

The i-Limb Quantum is the only myoelectric hand which can change
grips with a gesture. Gesture Control is enabled by moving the i-Limb
Quantum in one of four directions to access the desired grip.

With its five independently motorized fingers and powered thumb
rotation, with manual override, it provides the dexterity, coordination
and finesse to handle a wide range of daily activities.

« Electronically rotating thumb, with manual override, automatically
switches between lateral and oppositional grip patterns for
optimum grip

« Select from up to 36 different grips available, both preprogrammed
and customized to suit users daily activities

« Vari-Grip feature provides additional grip strength when applied

« Auto-Grasp - anti drop safety feature to prevent objects from
slipping out of grasp

« Touch Care® package offers warranty support for up to 5 years

« Biosim® and My i-Limb® Apps for set up and personalization of
grips and features

« Available in 4 sizes — extra small*, small, medium, large
« Multiple covering options available to suit individual lifestyles

« Dorsal color options: standard black, white, titanium and carbon black

« *Titanium digits only available on sizes Small, Medium and Large;
XS digits are aluminum for light weight durability

CONTROL METHODS

QUICK GRIPS
APP CONTROL

L

-MO TRIGGERS
GESTURE CONTROL MUSCLE CONTROL

GRIP CHIPS
PROXIMITY CONTROL

Device Weight

Technical Information

Extra Small Small Medium/Large

Voltage

7.4V (nominal)

t{n]- 472g/1.041bs |542g/1.19Ibs |558 g/1.23 Ibs

'=|>
QWD
& 432 g/0.95lbs | 502 g/1.1lbs [518 g/1.14 Ibs
WD
Ng 572 g/1.26 lbs | 642 g/1.411bs | 658 g/1.45 Ibs

Flexion wrist

Q‘- 467 g/1.03Ibs

Friction wrist

537 g/1.18 Ibs | 553 g/1.22 Ibs

Max. Current

5A

Battery Rechargeable lithium polymer; 7.4 V (nominal);
Capacity 2000 mAh capacity; 1300 mAh capacity

I'\|/Ini:(t (T;Zficload 40kg/88lbs (Extra Small)

limit) 90kg/198Ib (Small/Medium/Large)

Z:Iir;rgyelroa g 20kg/44lbs (Extra Small)

(static limit) 48kg/1051bs (Small/Medium/Large)

Time from full

open 0.8 seconds

to full close
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i-LIMB® QUANTUM

o
1%}
i-LIMB QUANTUM PACKAGES ¢
E
EMEA m
Package 1 1.1 2 2.1 3 3.1 4 4.1 5 5.1 6 6.1 %
o
TBX TBX TBX TBX TBX TBX TBX TBX TBX TBX TBX TBX
Package Code

50140 | 50527 |50141 |50528 |50142 |50529 |50143 |50530 |50144 |50531 |50145 | 50532

QWD |/ WD / Friction wrist

I\:j ° ° ° ° ° °

Flexion wrist

Socket component kit

Electrode kit

\&
I@ [ ] [ ] [ ] ° [ ] ° [ ] [ ]

Grip Chips

Standard glove package

Enhanced glove package

L] [ ] L] [ ] [ ] [ J [ ] ° [ ] L] [ ] °

Battery and magnetic charge port

2L
? ° [ ] L] [ ] [ ] ° [ ] [ J [ ] L] [ ] °
Mains charger

Standard glove package includes 6 coverings from i-Limb Skin Active, Active TS, Contour, Contour TS, and Natural

Enhanced glove package includes 2 i-Limb Skin Match covers and 4 others from i-Limb Skin Active, Active TS, Contour, Contour TS, Natural
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i-LIMB® ACCESS

o
i-LIMB ACCESS PACKAGES ¢
EMEA %
Package 1 1.1 2 2.1

TBX TBX TBX TBX
50042 |50543 |50043 50544

TBX TBX TBX TBX
50484 | 50545 |50485 50546

W oad B ..

QWD |/ WD |/ Friction wrist

Standard hand package code

Titanium hand package code

Ng ° °

Flexion wrist

Socket component kit

v : :

Electrode kit

e | o | o | o

Battery and magnetic charge port

P

? L] L] [ ] [ ]

Mains charger

Standard glove package includes 6 coverings from i-Limb
Skin Active, Active TS, Contour, Contour TS
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i-LIMB®

DIMENSIONS

Not to scale; lengths in mm
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i-LIMB®

WRIST OPTIONS

The i-Limb hand range is available with a variety of wrist options

[Py
Flexion Wrist
The Flexion Wrist offers passive wrist flexion and extension with the
ability to lock it in 5 positions; +40° +20° 0° -20° -40°. The wrist is
locked/unlocked with a simple magnetic lock.

Weight: 161g / 0.35Ibs

e

Quick Wrist Disconnect
Quick Wrist Disconnect (QWD) offers manual wrist rotation. The hand
can be easily fitted to and removed from the prosthesis by the user.

Weight: 54¢g / 0.12lbs

&

Friction Wrist
Friction Wrist is suitable for individuals with a long residual limb,
offering manual wrist rotation. The hand cannot be removed from

52.0mm

22.4mm

i
i 18mm

the prosthesis by the user. .1 L 1
Weight: 49¢g / 0.11lbs
Wrist Disarticulation
Wrist disarticulation (WD) is the lowest profile attachment, making it
suitable for users with a long residual limb.
A lamination basket is fabricated directly to the socket. No rotation
of the hand is possible, and the user is not able to remove the hand
from the prosthesis.
Weight: 17 g / 0.04lbs
351 WWW.OSSUR.COM/EN-IN
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ELECTRODES

REMOTE ELECTRODES

« For use with all i-Limb® hands
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« Gold-plated domes for optimized EMG signal

* 50Hz or 60Hz

« Dimensions 23mmx 17.4mm x 5.6 mm

« 10mm diameter electrode domes

« Optimum electrode dome spacing is 8-10mm
« Gain selection, 1-7

« Gain and threshold can be adjusted through Biosim®

Code Description
PLOGO466 50 Hz single site remote Electrode Kit, 300mm
cable
PLOGAGT 60 Hz single site remote Electrode Kit, 300 mm
cable
PLOGO46S 50 Hz single site remote Electrode Kit, 600 mm
cable
PLOG9469 60 Hz single site remote Electrode Kit, 600 mm
cable £
£
<
The improvement in EMG amplitude is greater than 20 % when
using gold-plated electrodes.
WWW.OSSUR.COM/EN-IN 352
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ELECTRODES

COMPACT ELECTRODES

« For use with all i-Limb® hands
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» Medical grade stainless steel electrode contacts

« 50Hz or 60 Hz

« Protection against dust and water spray, compliant with 1P64
« Dimensions 26.8mm x 18.4mm x 9.7 mm

« Gain selection 1-7

« Gain and threshold can be adjusted using Biosim® software

Additional Kit Contents:
« Lamination and thermoplastic dummies

« Electrode cable (choice of 300 mm or 600 mm) and insulated
displacement connector

« Electrode gain adjustment tool

« Socket attachment screws and anchors
26.8mm 9.7mm
>

A
A

Code Description 3' .-J

S B>
e . .
PL091060 Compact Electrode Kit, 60 Hz (300 mm cable) ¥

PLO91127 | Compact Electrode Kit 50Hz (600 mm cable) U ——

PL091128 Compact Electrode Kit 60 Hz (600 mm cable)

PL091050 Compact Electrode Kit, 50 Hz (300 mm cable)

18.4mm

PL091029 3-way cable 300 mm

PL091030 3-way cable 600 mm
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CHARGERS & BATTERIES

MAGNETIC CHARGER PORT

« Touch sensitive on/off switch
« LED battery indicator with low level warning light

- Fail-safe feature - battery reserve prevents hand locking in closed
position

Ossur Touch Solutions batteries are required for use with i-Limb®
hands.

Code Description

PL000290 Magnetic Charge Port, including Cable Adaptor

PLO00335 2000 mAh battery

PLO00336 1300 mAh battery

i-Limb i-Limb
1300 mAh 2000 mAh
Battery Battery
Capacity 1300 mAh 2000 mAh
Length 70mm (2.76") | 80mm (3.17")
Battery Width 35mm (1.39”) | 44mm (1.74")
Dimensions
Height 6mm (0.24") | 7.5mm (0.30”)
Application Moderate Use | Heavy Use

CHARGERS

Only approved chargers should be used with products from the
Touch Solutions range. Different chargers are available for different
countries. Please ensure you use the correct charger for your product.

Picture | Code Description
1 PLO00291T Mains ChargervPower Supply Unit
(also order mains cable)
000312 Mains Cable with UK plug
2 PL000292 Car Charger

WWW.OSSUR.COM/EN-IN
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CHARGERS & BATTERIES

i-LIMB® POWER PACK

The i-Limb Power Pack is for users who want the ability to easily
replace batteries and are offered with or without a switch block.
Battery housing is fabricated on the outside of socket, allowing for
easy access to replace the batteries.
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Replaceable battery kits include the following items:
« 1dual battery housing unit

« 4 Removable 800 mAh batteries with low battery LED indicator;
battery LED will glow RED when batteries are below 10% charge

« 2 Battery housing dummies

« Dual battery charger base unit

« Wall charging unit

« Switch Block (is typically used for patients who would like a power
off control on the socket)

« Switch template (if switch block is ordered). This template is to
be applied to the desired position on the socket to help guide drill
holes.

« 2 Battery Pull cords. The battery pull cord provides a simple
solution for removing the battery from the socket.

=

« Car Charger

Dual battery housing unit 800mAh battery
Code Description
PL238149 Replaceable Battery Assembly Kit 1
PL238163 Replaceable Battery Assembly Kit w/ switch block . £
Charger base unit Wall charger

Switch block
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REPLACEMENT PARTS

o
= .
=S i-LIMB® REPLACEMENT PARTS
:
o
=)
= Grip Chips®
@ Can be used to store grips or favourites for i-Limb® Quantum and
< i-Digits™ Quantum.
Code Description
PL238300 Grip Chips Starter Kit & App Activation
Toolkit
Required for maintenance of the i-Limb® hand.
Code Description
PL177001 Repair Tool Kit T10
PL177002 Repair Tool Kit T6 K
PL177003 Repair Tool Kit T8
PL177004 Repair Tool Kit T6 with torque driver

Coupling Piece & Coaxial Plug
For QWD connection.

Picture | Code Description J * '.1 q
1 PL091032 Coupling piece

2 PL091036 4-way Coaxial Plug 2.

Lamination Ring

For lamination into prosthesis for QWD connection.

Picture | Code Description

3 089003 Lamination Ring 50mm

091037 Lamination Ring 45 mm

QWD Tool v
Required for assembly of a QWD. 3

Picture | Code Description

4 MP091084 | Quick Wrist Disconnect (QWD) tool

WD Lamination Plate-Basket Assembly
For lamination into prosthesis with WD connection.

Picture |Code Description o
o fidssun
5 SA149003 WD Lamination Plate/Basket Assembly
Kits
- 4.
Code Description
Single Site Socket Component Kit,
PLO9TO67 including one Electrode Kit
PLO9T068 Pual $|te Socket Componfent Kit,,
including two Electrode Kits
Code Description
TBX50173 | Touch Care Warranty i-Limb / i-Digits Year 3
TBX50174 | Touch Care Warranty i-Limb / i-Digits Year 4
TBX50175 | Touch Care Warranty i-Limb / i-Digits Year 5
5.
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COVERINGS

i-LIMB SKIN® ACTIVE AND TS COVERS

The i-Limb Skin Active cover is designed for the i-Limb hands and
will fully cover the hand. The palm and inner surface of the cover
provide some frictional properties for slip resistance when gripping.
The back of the glove is smooth to allow the hand to easily move
through sleeves of clothing.
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The i-Limb Skin Active TS allows users to use touchscreen devices
such as smartphones or tablets with compatible i-Limb prostheses.
Note: for large i-Limb hands order medium covering.

Note: Transparent covering is designed for use with dorsal color
options

i-Limb Skin Active Codes i-Limb Skin Active TS Codes

Code Description Code Description

PL353002 i-Limb Skin Active RH extra small Clear PL380002 i-Limb Skin Active RH extra small Clear TS
PL353003 i-Limb Skin Active LH extra small Clear PL380003 i-Limb Skin Active LH extra small Clear TS
PL353000 i-Limb Skin Active RH extra small Black PL380000 i-Limb Skin Active RH extra small Black TS
PL353001 i-Limb Skin Active LH extra small Black PL380001 i-Limb Skin Active LH extra small Black TS
092025 i-Limb Skin Active RH small Clear MP092025 |i-Limb Skin Active RH small Clear TS
092026 i-Limb Skin Active LH small Clear MP092026 | i-Limb Skin Active LH small Clear TS
092029 i-Limb Skin Active RH small Black MP092029 | i-Limb Skin Active RH small Black TS
092030 i-Limb Skin Active LH small Black MP092030 |i-Limb Skin Active LH small Black TS
092023 i-Limb Skin Active RH medium Clear MP092023 | i-Limb Skin Active RH medium Clear TS
092024 i-Limb Skin Active LH medium Clear MP092024 | i-Limb Skin Active LH medium Clear TS
092027 i-Limb Skin Active RH medium Black MP092027 | i-Limb Skin Active RH medium Black TS
092028 i-Limb Skin Active LH medium Black MP092028 | i-Limb Skin Active LH medium Black TS
TBX50045 i-Limb Skin Active (black or clear) x 4 TBX50047  |i-Limb Skin Active TS (black or clear) x 4
ILH000-3724 | i-Limb Skin Active RH extra small Transparent

ILH000-3725 | i-Limb Skin Active LH extra small Transparent

ILH000-3726 | i-Limb Skin Active RH small Transparent

ILH000-3727 |i-Limb Skin Active LH small Transparent

ILHO000-3728 | i-Limb Skin Active RH medium Transparent

ILH000-3729 | i-Limb Skin Active LH medium Transparent
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COVERINGS

i-LIMB SKIN® CONTOUR AND TS COVERS

The i-Limb Skin Contour cover is a soft silicone glove that is
anatomically shaped and is equipped with a slip coating inside for
ease of donning & doffing.
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The thicker tips and looser fitting on the i-Limb hand provides
increased durability.

The i-Limb Skin Contour cover is available in 2 colors: clear and black.
Also available with Touch Screen (TS) option.
Note: for large i-Limb hands order medium covering.

i-Limb Skin Contour codes i-Limb Skin Contour TS codes
Code Description Code Description
PL353004 i-Limb Skin Contour RH extra small Clear PL380004 i-Limb Skin Contour RH extra small Clear TS
PL353005 i-Limb Skin Contour LH extra small Clear PL380005 | i-Limb Skin Contour LH extra small Clear TS
PL353014 i-Limb Skin Contour RH extra small Black PL380012  |i-Limb Skin Contour RH extra small Black TS
PL353015 i-Limb Skin Contour LH extra small Black PL380013 i-Limb Skin Contour LH extra small Black TS
ILH000-3577 | i-Limb Skin Contour RH extra small White PL381004 i-Limb Skin Contour RH small Clear TS
ILH000-3578 | i-Limb Skin Contour LH extra small White PL381005 i-Limb Skin Contour LH small Clear TS
PL354004 i-Limb Skin Contour RH small Clear PL381012  |i-Limb Skin Contour RH small Black TS
PL354005 i-Limb Skin Contour LH small Clear PL381013  |i-Limb Skin Contour LH small Black TS
PL354014 i-Limb Skin Contour RH small Black PL382004  |i-Limb Skin Contour RH medium Clear TS
PL354015 i-Limb Skin Contour LH small Black PL382005 |i-Limb Skin Contour LH medium Clear TS
ILH000-3575 | i-Limb Skin Contour RH small White PL382012  |i-Limb Skin Contour RH medium Black TS
ILH000-3576 | i-Limb Skin Contour LH small White PL382013  |i-Limb Skin Contour LH medium Black TS
PL355004 i-Limb Skin Contour RH medium Clear TBX50054 i-Limb Skin Contour TS x 4
PL355005 i-Limb Skin Contour LH medium Clear
PL355014 i-Limb Skin Contour RH medium Black
PL355015 i-Limb Skin Contour LH medium Black
ILH000-3573 | i-Limb Skin Contour RH medium White
ILH000-3574 | i-Limb Skin Contour LH medium White
TBX50053 i-Limb Skin Contour x 4
WWW.OSSUR.COM/EN-IN 358
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COVERINGS

i-LIMB SKIN® NATURAL COVERS

The i-Limb Skin Natural Cover offers a cosmetic cover for the i-limb
hand. A color swatch is available to select the closest color match
between clients natural skin color and the color of the i-Limb Skin
Natural Cover. There are 18 color options for the i-Limb Skin Natural
Cover.
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The i-Limb Skin Natural Covers extend to just proximal to the wrist
level. For coverage of the forearm section of the prosthesis, forearm
sleeves are available in the corresponding colors.

Note: for large i-Limb hands order medium covering.

Extra small Small Medium

Color | LH RH LH RH LH RH

1 066582 066564 066509 066491 066473 066455
2 066583 066565 066510 066492 066474 066456
3 066584 066566 066511 066493 066475 066457
4 066585 066567 066512 066494 066476 066458
5 066586 066568 066513 066495 066477 066459
6 066587 066569 066514 066496 066478 066460
7 066588 066570 066515 066497 066479 066461
8 066589 066571 066516 066498 066480 066462
9 066590 066572 066517 066499 066481 066463
10 066591 066573 066518 066500 066482 066464
11 066592 066574 066519 066501 066483 066465
12 066593 066575 066520 066502 066484 066466
13 066594 066576 066521 066503 066485 066467
14 066595 066577 066522 066504 066486 066468
15 066596 066578 066523 066505 066487 066469
16 066597 066579 066524 066506 066488 066470
17 066598 066580 066525 066507 066489 066471
18 066599 066581 066526 066508 066490 066472
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COVERINGS

i-LIMB SKIN® NATURAL FOREARM SLEEVES

i-Limb Skin Natural Forearm Sleeves offer a cosmetic cover for the
forearm section of the prosthesis, for those individuals who wish the
forearm of the prosthesis to be covered. Available in 4 circumference
sizes (low profile, small, medium, large) to fit the dimensions of the
forearm of the prosthesis. 18 color options are available.
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Forearm sleeves are 35cm long.

Proximal End Mid Forearm Distal End
Color Low Profile Small Medium Large
1 066629 066628 066627 066626
2 066633 066632 066631 066630
3 066637 066636 066635 066634
4 066641 066640 066639 066638
5 066645 066644 066643 066642
6 066649 066648 066647 066646
7 066653 066652 066651 066650
8 066657 066656 066655 066654
9 066661 066660 066659 066658
10 066665 066664 066663 066662
11 066669 066668 066667 066666
12 066673 066672 066671 066670
13 066677 066676 066675 066674
14 066681 066680 066679 066678
15 066685 066684 066683 066682
16 066689 066688 066687 066686
17 066693 066692 066691 066690
18 066700 066696 066695 066694
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COVERINGS

i-LIMB SKIN® MATCH COVERS

i-Limb Skin Match is a fully customized silicone covering that closely
matches the user’s skin tone and features.

The i-Limb Skin Match Cover extends to just proximal to the wrist
level. For coverage of the forearm section of the prosthesis, an i-Limb
Skin Match Forearm Cover can also be produced closely matching
the users skin tones.

Code Description
066006 i-Limb Skin Match Hand Cover
066448 i-Limb Skin Match Forearm Sleeve

i-Limb Skin Match Hand Covering

066449 including Custom Forearm Sleeve

COVER LINERS

Cover Liners are intended to be worn under the i-Limb Skin Active,
i-Limb Skin Contour, or i-Limb Skin Natural Coverings. They provide
additional protection in the areas with the most frequent wear and
tear to prolong the life of the coverings.

Code Description

092050 Cover Liner - Left Small
092051 Cover Liner - Right Small
092052 Cover Liner - Left Medium
092053 Cover Liner - Right Medium
092054 Cover Liner - Left Large
092055 Cover Liner - Right Large
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i-DIGITS™ QUANTUM

i-Digits Quantum is a customized prosthetic device for individuals
with partial hand loss or deficiency.

i-Digits Quantum is suitable for individuals with partial hand absence
distal to the wrist and proximal to the metacarpophalangeal joint.
Anywhere from one to five digits can be replaced.
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i-Digits Quantum incorporates i-Mo technology, enabling grips to be
accessed by moving the i-Digits Quantum in one of four directions.

« Fully customized prosthesis for partial hand loss or congenital
absence

« Up to 32 grips available

« Self-contained wristband houses batteries & microprocessor

« Digits work in conjunction with remaining fingers

« Vari-Grip feature for additional grip strength

« Auto Grasp anti-drop feature for added reassurance

« Boost speed and strength by up to 30% with Biosim
My i-Limb™ App

CONTROL METHODS

® @

i-MO TRIGGERS QUICK GRIPS GRIP CHIPS
GESTURE CONTROL MUSCLE CONTROL APP CONTROL PROXIMITY CONTROL
Code Description

TBX50008 1 digit i-Digits Quantum

TBX50016 2 digit i-Digits Quantum

TBX50024 3 digit i-Digits Quantum

TBX50032 4 digit i-Digits Quantum

TBX50040 5 digit i-Digits Quantum

All packages include:

- i-Digits Quantum Wristband
« Main charger

« 2 Mounting plates

« Electrodes or FSRs

- Digit and knuckle block (quantity as per kit ordered)
« 3 tip covers per digit
« 2 Grip Chips
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i-DIGITS™ ACCESS

i-Digits Access is a customized prosthetic device for individuals with
partial hand loss or deficiency.

i-Digits Access is suitable for individuals with partial hand absence
distal to the wrist and proximal to the metacarpophalangeal joint.
Anywhere from one to five digits can be replaced.

- i-Digits Access offers a functional partial hand solution

« Fully customized prosthesis for partial hand loss or congenital
absence

« Up to 12 grips available
« Self-contained wristband houses batteries & microprocessor

- Digits work in conjunction with remaining fingers

CONTROL METHODS

E

TRIGGERS QUICK GRIPS
MUSCLE CONTROL APP CONTROL
Code Description

TBX50006 1 digit i-Digits Access

TBX50014 2 digit i-Digits Access

TBX50022 3 digit i-Digits Access

TBX50030 4 digit i-Digits Access

TBX50038 5 digit i-Digits Access

All packages include:

« i-Digits Access Wristband

+ Mains / Car Charger

«+ 2 Mounting plates

« Electrodes or FSRs (as per kit ordered)

- Digit and knuckle block (quantity as per kit ordered)
« 3 tip covers per digit
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i-DIGITS™

DIMENSIONS

i-Digits are available in extra small and medium sizes.

The extra small mounting plate is 67 mm wide, with a straight digit
alignment.
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The medium mounting plate is 73 mm wide, with a splayed digit

i}

alignment.
Thumb | Index Middle | Ring Little
Extra Small |5 5 5 3 2
Medium |5 6 6 5 3 Terasmal T i

These configurations provide the digit arrangement and functionality for
individuals within the advised fitting guidelines.

INPUT OPTIONS

A range of input options are available for i-Digits allowing the
optimum option for the individual user to be utilized.

LP remote electrodes

Suspension piece is fabricated within the silicone socket. This
provides the optimum suspension and spacing of the electrode
domes. Two domes are positioned together for the muscle site, and

one single shared ground dome can be used for dual site control. » .;
Picture | Code Description =
1. -
1. PL441012 Remote Electrode Kit

SA441080 Check Socket Remote Electrode

FSR (Force Sensing Resistor)
Very thin touch pad which the user operates by physically moving a
part of their residual hand.

Picture | Code Description
SA441092 | FSR for i-Digits (small) -;f-f"
2. SA441093 FSR for i-Digits (large)

Compact Electrodes

Compact electrodes provide a traditional electrode design for use
within i-Digits.

Code Description

PL441029 Compact Electrode kit i-Digits
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i-DIGITS®

O:
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REPLACEMENT PARTS ¢
S
o
Batteries and Chargers =
z
Picture | Code Description =
1. SA069313 800 mAh battery
2. PL069653 i-Digits Battery Charger base unit ]
3. 069654 i-Digits Power Supply Unit

Assembly Replacement Parts

Picture | Code Description
SA441036 i-Digits RH mounting knuckle plate assembly -

extra small
4 SA440003 i-Digits LH mounting knuckle plate assembly -

extra small

SA069406 i-Digits RH mounting knuckle plate assembly - medium

SA069405 i-Digits LH mounting knuckle plate assembly - medium

5. PL441052 | Thumb pivot assembly
069227 Thumb angled mounting plate
PL441056 Single wired knuckle assembly 3.

SA400074 Ratchet Strap + Screws + Shoulder Insert Assembly

PL177004 Repair tool kit T6 with torque driver =

Bellows Assembly m‘f

Code Description f’.#
SA441040 i-Digits Electrode Bellows Assembly 50 Hz 4. /\‘/
SA451002 i-Digits Electrode Bellows Assembly 60 Hz
SA441078 FSR Bellows Assembly for i-Digits
Digit Tips
Code Description
441031 i-Digits Cover Size 2 black s
441082 i-Digits Cover Size 2 clear
441032 i-Digits Cover Size 3 black
441083 i-Digits Cover Size 3 clear
447033 i-Digits Cover Size 5 black Code Description
441084 i-Digits Cover Size 5 clear 441085 i-Digits Cover Size TS 5 clear
441034 i-Digits Cover Size TS 5 black 441035 i-Digits Thumb Cover black

441088 i-Digits Thumb Cover clear

441076 i-Digits Cover Size 6 black

441086 i-Digits Cover Size 6 clear

441077 i-Digits Cover Size TS 6 black

441087 i-Digits Cover Size TS 6 clear
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VIRTU-LIMB

Virtu-Limb is a wireless demonstration and assessment tool for myo-
electric upper limb prostheses.

Virtu-Limb can be used for a variety of purposes:
» Measuring clients’ myoelectric signals to determine the muscle
sites for their prosthesis

« Demonstrate to clients how to control their muscle signals
« Demonstrate to clients how to use automated grips

« Connect to Biosim® software

« Use muscle signals to control virtual hand on software

« Attach i-Limb hand to demonstrate i-Limb products to clients

Code Description

PL189000 Virtu-Limb Kit - UK

SA188010 Virtu-Limb FSR Touchpad

Virtu-Limb Compact Electrode Kit (50 Hz) - 2
supplied

Virtu-Limb Compact Electrode Kit (60Hz) - 2

PL189001

PL188064

supplied

Virtu-Limb to measure myoelectric signals
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DEMO-LIMB

Demo-Limb is a portable demonstration and user training tool. Any
i-Limb® hand with a QWD wrist connection can be attached to the
Demo-Limb and controlled via FSRs or electrodes to demonstrate
how the i-Limb hands work.

FSRs are useful for demonstrating the functions of the i-Limb hand,
like gesture or muscle control.

The electrodes enable a potential i-Limb user to utilize their muscle
sites and control the i-Limb hand offering a product demo for
potential users as well as a demonstration and testing of grips.

The i-Limb hand can be linked to Biosim® to allow programming, use
of Quick Grips and review of users signals using the real time graph.

With an i-Limb Quantum hand the Demo-Limb is particularly useful
for activation of gesture control.

Features of the Demo-Limb:
« Two FSR’s to simulate open and close signals progammable for co-
contraction, double and triple impulse

« Possibility to connect electrodes for control

« Ability to demonstrate gesture control, muscle control, app control
and proximity control

« QWD connection

« Exchangeable battery

Code Description

PLO71000 Demo-Limb

Demo-Limb is compatible with Virtu-Limb electrodes and Power Pack
batteries.
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LIVINGSKIN®

OVERVIEW

Hand crafted from high definition silicone and hand painted to
closely match skin tone and appearance, Livingskin prostheses
are designed to look very realistic. Individual details can be
added to the prostheses, such as freckles and hair.

Livingskin are passive functional prostheses. As well being a highly

cosmetic solution, Livingskin can be used to support functions such
as pushing, pulling, stabilizing etc.

Livingskin Fingers

Codes Description
066026 1 Finger
066029 2 Fingers
066039 3 Fingers
066040 4 Fingers
066134 5 Fingers
066135 Finger Band

Livingskin Hands

Codes Description
066014 Partial Hand
066015 Full Hand

Livingskin Arms

Codes Description

066703 Wrist Disarticulation Passive
066016 Transradial Passive to Elbow
066017 Transhumeral Passive to Axilla
066454 Shoulder Disarticulation Passive

by |
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LIVINGSKIN®
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Codes Description %
o

TBX50160 SeasonGuard

092039 Extra Silicone Material - per 11b Tube

TBX50181 Thumb Stabilizer

TBX50135 Pronation/Supination Wrist Component

TBX50070 Flexion/Extension Wrist Component

TBX50166 Slipcoat

Codes Description

066443 Dermabhair - Finger

066065 Dermabhair - Hand

066442 Dermahair - Arm
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INVENTORS

ICEROSS® LINERS

Iceross stands for Icelandic Roll-On Silicone Socket. It was developed by Ossur Kristinsson, a prosthetist and
prosthetic user, as an alternative suspension system to more conventional methods. It functions to protect
the skin, enhance comfort by reducing pressure peaks within the socket, and to eliminate motion between the
socket and residual limb. Iceross is available in a range of suspension designs to suit different residual limbs
and lifestyles.

WHY ICEROSS?

COMFORT - All Iceross interface systems are made exclusively from a variety of densities of silicone. Silicone has
a proven history of use in the medical field because of its material properties. The properties provide benefits
such as cushioning for bony and sensitive areas, high elasticity to enable ease of conformity to residual limb
shapes, and high tear strength for increased durability.

PROTECTION - Iceross has been designed to function in a way similar to a compression stocking, i.e. by
improving blood circulation while controlling swelling. It also protects skin and newly formed or sensitive scar

tissue by reducing potentially damaging shear forces.

SUSPENSION - Iceross liners offer 3 different suspension methods; the Iceross Seal-In, Locking and Cushion
liners so it is easy to find something that will suite your patient needs.

TOTAL KNEE®

Ossur Kristinsson

Total Knee was the brain-child of Swedish inventor Finn Gramnas. Unhappy with the heavy and unwieldy
prosthesis his six-year-old daughter was being offered in 1986, he retired to his garage and began inventing
something far superior. Perhaps the world’s youngest R&D specialist, Lisa Gramnas helped her father fine-tune
dozens of prototypes for the Total Knee.

WHY THE TOTAL KNEE?

Total Knee offers shock absorption, comfort and a natural gait. Toe clearance is provided through mid-swing
shortening, preventing hiphiking. The 3-phase hydraulic swing control accommodates changes in walking speed.
Its polycentric design imitates natural knee motion, while the adjustable “stance-flex bumper” acts as a shock
absorber, simulating the flexing action that occurs in the normal knee while walking or running.

MAUCH KNEE®

Finn & Lisa Gramnas

A German scientist and engineer, Hans Mauch was fascinated by the field of rehabilitative medicine. From the
late 1950s he devoted his energies to prosthetic development. Building on studies sponsored by America's
Veterans Administration, he collaborated with fellow scientist Ulrich Henschke to design the Mauch hydraulic
knee system.

WHY THE MAUCH KNEE?

Mauch’s progressively designed hydraulic systems provide amputees with a less strenuous and more controlled
means of ambulation on varied terrains and in sports activities. From running, to walking step over step down
stairs, Mauch offers a smooth natural gait and a high level of flexibility for more active lifestyles.

Hans Mauch
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NOTES
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